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Kurzzusammenfassung
Wir untersuchen in dieser Arbeit die Rekombination an lokalen Aluminium legierten Kon-
takten, die durch lokale Laserablation einer Schicht von Dielektrika und anschließendem
ganzfla¨chigem Druck von Aluminium Paste hergestellt werden. Die Kontaktbildung wa¨hrend
eines abschließenden Temperschritts wurde erstmalig quantitativ beschrieben. Der Schw-
erpunkt der Arbeit ist die Analyse der Herstellungsparameter von Al legierten Kontakten
um mo¨glichst niedrige Kontaktrekombination in der Solarzelle zu erreichen.
Wir beschreiben die lokale Kontaktrekombination mit einem analytischen Modell. Zusam-
men mit ortsaufgelo¨sten Lebensdauermessungen mittels der dynamischen ILM Methode
unterscheiden wir zwischen der Rekombination im passivierten und kontaktierten Gebiet.
Wir testen diese Methode an lokalen Kontakten, die durch Laserablation einer Schicht
von Dielektrika und anschließendem Aufdampfen von Al hergestellt wurden (LCO). Laser
Fired Contacts (LFC) wiesen a¨hnliche Rekombinationeigenschaften wie LCOs auf.
An lokalen Al legierten Kontakten messen wir Sperrsa¨ttigungsstromdichten J0,cont bis zu
9× 102 fA/cm2 was mindestens eine Gro¨ßenordnung unter den Werten fu¨r LCO und LFC
liegt. Die Kontaktrekombination wird durch eine hoch Al dotierte (Al-p+) Schicht der Dicke
WAl−p+ > 1µm verringert. Durch Analyse des Kontaktbildungsprozesses als Funktion der
Kontaktgeometrie zeigen wir, dass Punktradien r > 100 µm und Linienbreiten a > 80 µm
notwendig fu¨r minimale Rekombination sind.
Mit Hilfe analytischer Modellbildung berechnen wir WAl−p+ in Abha¨ngigkeit der Prozess-
parameter. Hierfu¨r beschreiben wir die Zeitabha¨ngigkeit der Siliziumkonzentration cSi in
der Aluminiumschmelze mit einer Differentialgleichung erster Ordnung. So ko¨nnen wir
WAl−p+ in U¨bereinstimmung mit experimentellen Ergebnissen berechnen. Als Resultat der
Prozessdynamik finden wir das cSi kleiner als die Gleichgewichtskonzentration im Phasendi-
agramm sein kann. Wir beru¨cksichtigen in unserem Modell den Einfluß des Kontaktab-
standes auf WAl−p+ .
Ein Vergleich von ns und ps Laserablationsprozess zeigte um eine Gro¨ßenordnung ho¨here
J0 Werte fu¨r den ns Prozess. Die starke Inhomogenita¨t der Al-p
+ Schicht wird durch
eine erho¨hte Rauhigkeit der Oberfla¨che nach der ns Laserablation verursacht. Durch einen
kurzen KOH A¨tzschritt nach der ns Laserablation ist es gelungen die Oberfla¨chenrauhigkeit
so zu verringern, dass ns und ps Laserkontakte a¨hnliche Eigenschaften in Bezug auf Rekom-
bination und Kontaktbildung zeigen.
Wir scha¨tzen das Potential lokaler Al legierter Kontakte mit Simulationen von Solarzel-
lenparametern ab. Dafu¨r erweitern wir ein Modell fu¨r die Optimierung der Ru¨ckseitenkon-
taktgeometrie um experimentell verifizierte Parametrisierungen der Rekombination, des
Serienwiderstandes und der Ru¨ckseitenreflektion von lokalen Al legierten Kontakten. Un-
sere Simulationen zeigen, dass Punkt- und Linienkontakte gleiche Wirkungsgrade erzielen
bei einem optimalen Metallisierungsgrad von 20% auf 2 Ωcm p-Typ Czochralski Silizium.
Stichworte: Siliziumsolarzelle, lokale Al Legierung, Rekombination, kinetisches Modell,
Laserablation, analytische Simulation
Abstract
We analyze in this work the recombination at local aluminum alloyed contacts, which
are realized by local laser ablation of a dielectric stack and subsequent full area screen
printing of Al paste. The contact formation occuring during a final rapid thermal anneal is
quantitatively described for the first time. We focus in this work to analyze the processing
parameters of local Al alloyed contacts to enable lowest contact recombination in solar
cells.
We study the local contact recombination employing an analytical model. Together
with spatially resolved lifetime measurements obtained from dynamich Infrared Lifetime
Mappings (ILM), we separate recombination in the passivated and contacted regions. We
test this technique at local contacts formed by laser ablation of a dielectric stack and
subsequent evaporation of Al (LCO). For laser fired contacts (LFC) we find equal contact
recombination.
At local Al alloyed contacts we determine contact reverse saturation current densities
as low as J0,cont = 9 × 102 fA/cm2. This value is at least one order of magnitude lower
compared to those determined at LCO and LFC. From scanning electron microscopy (SEM)
images we find reduced recombination as a result of more than 1 µm thick highly Al doped
(Al-p+) layers. Analyzing the contact formation process as a function of the contact size
and layout we show that point contact radii r > 100 µm and line contact widths a > 80 µm
are appropriate for lowest contact recombination.
Using quantitative analytical modeling we describe the Al-p+ layer thickness WAl−p+ as a
function of the processing parameters. With a first order differential equation we describe
the time dependence of the silicon concentration cSi in the aluminum melt. As a result
we are able to predict WAl−p+ in accordance with measured values. We find that cSi is
smaller than the equilibrium Si concentration as a result of the process dynamics such as
the dissolution rate of solid silicon and the transport of silicon in the aluminum melt. We
implement the effect of contact spacing on WAl−p+ in our model.
We compare ps and ns laser ablation processes used to create local Al alloyed contacts.
We observe one order of magnitude higer J0 values at the contacts processed with ns laser
pulses. A strong inhomogeniety of the contact formation process and thus WAl−p+ were
interpreted as a result of the strong surface roughness after ns laser ablation. Introducing
a short KOH etch after laser ablation reduces surface roughness and results in compareable
properties of ns and ps laser process in terms of recombination and contact formation.
To indentify the potential of local Al alloyed contacts in silicon solar cells we adopt
their analysis to simulations. For this purpose we extend an optimization tool for the
rear contact geometry of solar cells with experimentally verified parameterizations of the
recombination, series resistance and the rear contact fraction dependent rear reflectance.
Our study reveals equal performance of point and line rear contact layouts with an optimum
metallization fraction of 20 % on 2 Ωcm p-type Czochralski grown silicon.
Keywords: silicon solar cell, local aluminum alloying, recombination, kinetic model,
laser ablation, analytic simulation
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Introduction
A silicon solar cell converts the power of the incident light directly into electrical power.
The process of power conversion can be divided into three basic mechanisms:
1. Absorption of the incident light in the semiconducting material.
2. Separation of electrons and holes in an electrical field.
3. Transport to the terminal contacts to provide the electrical energy to the load.
Improving any of those three mechanisms may result in an increase of the efficiency of the
energy conversion process. By reducing the contact resistance of the solar cell for example
it is possible to use a higher amount of the power generated within the cell. However,
when applying electrical contacts to solar cells they may as well influence the other two
mechanisms and create therefore a complex interdependency.
In particular is the separation of electrons and holes significantly reduced due to a high
degree of recombination which is commonly observed at metal contacts. To reduce the
contact recombination a highly Al doped (Al-p+) layer was introduced below the solar cell
base contact as early as in the 1970’s [1]. In mass production of silicon solar cells this layer
is fabricated by alloying of Al and Si at the entire rear surface [2]. Another concept of
reducing contact recombination has been introduced with the point contacted back junction
solar cell [3] and was later succesfully applied to front junction solar cells [4, 5]. Here the
base material has been only locally contacted reducing the area where recombination can
occur.
In this work we measure the recombination at local contacts to silicon solar cells. Of
special interest is hereby the combination of the local rear contact concept and alloying
of Al and Si as it is a promising way to increase the efficiency of industrially fabricated
silicon solar cells [6–10].
During alloying of Aluminum and Silicon a highly aluminum doped (Al-p+) layer is
formed [11]. This layer is known to reduce contact recombination [12]. However, from
earlier experiments [13–15] it is known that the formation of local Al alloyed contacts
strongly depends on the processing conditions. As a result it remained unclear how to
create a sufficiently thick local Al-p+ layer and more importantly how to achieve low
contact recombination with this concept.
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We introduce a technique to determine the local contact recombination based on life-
time measurements employing the dynamic Infrared Lifetime Mapping (dynamic ILM)
method [16]. For this purpose we use an analytical model to separate recombination in
the passivated and contacted region [17] We apply this technique to local Al alloyed con-
tacts analyzing the basic mechanism of reduced contact recombination. Furthermore we
develop a general understanding of the local contact alloying as a function of the processing
conditions. For this purpose we investigate how ablation of the dielectric layer influences
contact recombination. Finally, we evaluate our findings regarding the application of local
Al alloyed contacts to solar cells.
The outline of this work is as follows:
Chapter 1 gives an introduction into the concept of local contacts. Furthermore we
explain the theory of contact recombination and point out two ways to reduce it. Finally
we review the concept of local Al alloyed contacts with a brief summary of Si and Al al-
loying, a description of the manufacturing process and the contact structure.
Chapter 2 deals with the technique to quantify the local contact recombination. First we
analyze the link between recombination properties of solar cells and quantities determined
from lifetime measurements. Then we introduce the dynamic ILM technique which is used
for lifetime measurements at locally contacted samples. For the interpretation of the life-
time measurements in terms of local contact recombination we employ an analytical model.
As this model is often misinterpreted we briefly discuss the basic principle and possible
restrictions of its application. Furthermore we compare a numerical simulation with the
model to justify its application. Finally we apply our technique for the determination of
the local contact recombination to laser processed point contacts formed by Laser Contact
Openings (LCOs) of a dielectric stack prior to the metallization [18] or after the metal-
lization as Laser Fired Contacts (LFC) [19]. We investigate the recombination at those
contacts and compare our results with literature values.
Chapter 3 describes the recombination at local Al alloyed contacts as a function of the
local contact geometry, i.e. point or line geometries of different size. The highly aluminum-
doped regions are analyzed in terms of Al-p+ layer thickness by scanning electron micro-
scope investigations. The results were correlated with the recombination properties and
compared with our theoretical expectation.
Chapter 4 investigates how local Al alloyed contacts form. We derive a basic analyt-
ical model to describe the thickness of the Al-p+ layer as a function of the processing
conditions. For this purpose we consider the kinetics of the local alloying process allowing
to determine a dissolution velocity of Si during alloying and the volume local alloying is
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restricted to. We extend this model to consider the impact of contact spacing on contact
formation and experimentally verify our model. Finally, we derive a more general inter-
pretation of the kinetic model.
Chapter 5 describes how the contact recombination is influenced by the laser process
used for the ablation of the dielectric layer. For this purpose we compare a ps and ns Laser
process. From this investigation we developed the idea to combine the ns laser process
with a subsequent etch of the surface in KOH to reduce surface roughness. We optimize
this process and compare it to a ps laser process in terms of contact recombination.
Chapter 6 introduces an analyitcal simulation of silicon solar cells from Wolf et al. [20].
With the help of this simulation we evaluate the properties of local Al alloyed contacts
with respect to the application for solar cells. We extend the model from Wolf to consider
the outstanding properties of local Al alloyed contacts and compare our simulation results
with experimental data. Finally we examine the impact of contact geometry, the laser
process used for ablation of the dielectric layer, rear reflectance and the specific contact
resistance on solar cell performance.
Chapter 7 summarizes this work.

1. Local rear contacts
In this chapter we introduce the concept of local rear contacts. In Fig. 1.1 a front junction
solar cell with a) full area and b) local rear contacts is depicted. The main difference of
the two cell types is the introduction of a dielectric layer at the rear. This dielectric layer
is interrupted by the local rear contacts.
Local rear contacts were first applied to back junction solar cells allowing for contacts of
both polarities at the rear of the solar cell [3]. Avoiding contact shading on the front side,
these cells have excellent optical properties and demonstrate very high generation currents.
To front junction solar cells local rear contacts were introduced with the Passivated Emitter
and Rear Cell (PERC) [4]. This cell type had the same structure as in Fig. 1.1b.
1.1. Advantages
With local rear contacts we aim at an increase of the power conversion efficiency η of the
solar cell. Applying local rear contacts η is significantly improved by two mechanisms:
 Increased rear reflectivity
Metal at the solar cell rear acts as a mirror. However, in the case of a dielectric layer
between metal and Si the reflectance can be further increased. As a result we achieve
a better light trapping in the solar cell. In this case the amount of absorbed light
is increased which increases the total current that can be generated within the solar
cell and therefore also the short circuit current density Jsc.
 Reduced recombination
Figure 1.1.: Comparison of a solar cell with a) full area and b) local rear contacts.
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At metal semiconductor interfaces the recombination of electron and hole pairs is
large. Due to the introduction of a dielectric layer the area of the metal contacts
is decreased. The reduced contact area as well as the low recombination at the
dielectric layer lead to a significant reduction of the total recombination current,
which improves the open circuit voltage Voc.
However, majority charge carriers in the base have to travel larger distances in the case
of a locally contacted solar cell, compared to a solar cell with full area rear contact. This
transport issue might increase the solar cell series resistance and therefore decrease the fill





of the cell will decrease. Here Plight denotes the incident light power.
We conclude from the arguments above, that the introduction of local contacts to the
solar cell rear is non trivial. The application of local contacts may increase Jsc and Voc
but may lead to resistive losses which decrease the FF . The optimization of solar cells
comprising local rear contacts is therefore always a trade-off between recombination and
resistive losses. For this purpose several optimization studies of the contact geometry have
been performed in the past [21–25].
1.2. Local contact types
The interface of Si to metal is highly recombination active. The recombination rate at metal
contacts is only limited by the thermal velocity of minority charge carriers vth = 10
7cm/s
in the case of Silicon [26]. For this reason metal contacts may lead to substantial power
losses in a solar cell even in the case of local contacts. For further optimization of locally
contacted solar cells it is therefore desirable to reduce the recombination at metal contacts.
From the theory of surface recombination two ways are possible to reduce contact re-
combination [27]:
 Reducing the density of interface states
The surface of the silicon crystal terminates the periodicy of the crystal lattice that
is the basis of the formation of bonding and antibonding energy bands. Therefore, lo-
calized electronic states exist at the surface, which form recombination-active energy
levels within the bandgap [28].
To reduce the density of those interface states a dielectric layer between Si and metal
is introduced [29]. However an electrical contact between Silicon and metal has to be
maintained. For this reason the thickness of the dielectric layer is chosen sufficiently
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thin to allow for tunneling of charge carriers. This technique has been applied to
several dielectrics such as SiO2 [29], SiNx [30] as well as Al2O3 [31]. Even more
effective is the use of amorphous Si in heterojunction solar cells allowing for very
high open circuit voltages [32].
 Reducing the charge charrier density near the interface
Both charge carrier types, i.e. electrons and holes, are necessary for recombination.
Hence by decreasing the density of the minority charge carriers it is possible to reduce
contact recombination effectively even in the case of a high density of recombination
active states at the interface of Silicon and metal.
To reduce the concentration of minority charge carriers usually a potential barrier
at the interface is introduced [1]. This potential barrier can be generated applying a
high doping concentration of majority charge carriers at the surface [33]. Employing
this concept in combination with a local diffusion process resulted in the highest ever
reported efficiency of a silicon solar cell [5].
In this work we focus on a reduction of contact recombination at locally rear contacted
solar cells due to a reduced minority charge carrier concentration. For this purpose we
apply a highly Aluminum doped (Al-p+) layer generated by local alloying of Al and Si.
A similar process is already effectively used for the mass production of Silicon solar cells
while applying full area Aluminum alloyed contacts [1] to the solar cell rear.
For comparison we investigate in total three different local contact types in this work.
They are possible candidates for mass production of solar cells due to their relatively low
process cost:
 Local Contact Opening (LCO) - Contact is made by laser ablation of the dielec-
tric layer and subsequent evaporation of Al [18].
 Laser Fired Contacts (LFC) - First Al is evaporated and then Si is contacted
through the dielectric layer by laser [19]. For this type of contact the metal is fired
through the dielectric layer by laser generating a local highly doped layer [34,35].
 Local Al alloyed contacts - First LCO’s are applied to the dielectric rear without
subsequent evaporation of Al. Subsequently Al paste is screen printed on the rear
and a high temperature step is applied. During the high temperature step a highly
aluminum doped (Al-p+) layer forms by local alloying of Al and Si.
Note, that also other concepts promise low contact recombination and low production
cost. For instance laser processing has recently been intensively used to create a local
highly doped layer employing several techniques [36, 37]. For this purpose we study the
recombination at Laser Fired Contacts [19] in chapter 2 in more detail.
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1.3. Aluminum alloyed contacts
The alloying of Al and Si is a process of enormous practical relevance especially in the
photovoltaic industry. Applied to solar cells it forms a highly aluminum doped (Al-p+)
layer just beneath the electrical contacts [11]. The Al-p+ layer features excellent electronic
properties which even allows to use them as high quality emitters in solar cells [38,39].
In the previous section we discussed how a highly doped layer at contacts to solar cells
reduces charge carrier recombination. Therefore local Al alloyed contacts are of special
interest for the application in locally contacted solar cells [6–10].
Local Al alloyed contacts are prepared using the following process sequence [40,41]:
 Deposition of a dielectric layer stack.
 Local opening of the dielectric layer.
 Full area or local screen printing of an Al paste.
 Contact firing during a rapid thermal anneal.
Note, that a relatively smooth surface has to be provided for the formation of the local
Al alloyed contacts with surface roughnesses at the order of 1µm [42, 43].
Optimizing the formation of local Al-p+ layers for rear contacts through a locally opened
dielectric layer, impressive efficiencies of up to η = 21% have been achieved with solar cells
ready for mass production [10]. However several surprising phenomena were investigated,
which were not fully understood. For example depends the thickness of the Al-p+ layer
strongly on the geometrical arrangements [44–46], the size [14, 15, 47] and spacing [48] of
the contacts. Furthermore a strong impact of the Si content in the Al paste [7, 48] on
contact formation has been observed. Moreover it was demonstrated that the Al-p+ layer
thickness and homogeneity strongly depends on the opening technique of the dielectric
layer [44,49].
As the Al-p+ layer is essential for reduced contact recombination we aim at an improved
understanding of these effects. But first we give here a short introduction into the concept
of local Al alloyed contacts to create a basic understanding of this type of local contact.
For this purpose we start with explaining briefly the alloying process of Al and Si.
1.3.1. The alloying process
The alloying of Al and Si takes place during a short firing step, the so-called rapid thermal
anneal [40]. During this firing step the sample temperature increases to more than 800◦C.
When the temperature reaches 660◦C (the melting point of Al) the Al paste on top of the
silicon sample becomes liquid. According to the phase diagram of Al and Si [50] shown in
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Figure 1.2.: Equilibriium phase diagram of Al and Si after Ref. [50]. During
firing (step 1) Si dissolves into the Al melt in the area of local contact openings
(LCOs) as depicted in the inset. During cooling (step 2) liquid Si precipitates and
the Al-p+ layer is generated. After the eutectic temperature of 577◦C is reached
the remaining liquid solidifies with eutectic composition (step 3).
Fig. 1.2 solid Si now dissolves into the Al melt although the melting point of Si at 1410◦C
has not been reached (step 1).
Note, in the case of local Al alloyed contacts a dielectric layer separates Al and Si, as
demonstrated in the insets of Fig. 1.2. Here no alloying of Al and Si occurs unless the
dielectric layer remains stable during firing [51,52]. However, in the areas of local contact
openings (LCOs) a direct interface of Al and Si exists. Only in these areas alloying of Al
and Si can happen.
The concentration of Si cSi in the Al melt increases, since more and more solid Si dissolves
into the Al melt. Theoretically the Si concentration cSi saturates when the liquidus line
is reached in Fig. 1.2. The firing step however may be finished before the liquidus line is
reached. In this case the Si concentration does not increase further at the end of the firing.
After firing the sample cools down and liquid Si precipitates due to a limitation of its
solubility in the alloy (step 2). The expelled Si atoms grow epitaxially onto the Si substrate
and Al is incorporated into the lattice according to its solid solubility in Si forming the
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Figure 1.3.: SEM image of a pico-second laser line contact. The Al-p+ region
appears brighter than the high resistivity bulk. (Upper left) Micrograph of the
contact before screen printing. The dielectric layer appears blue, whereas the laser
openings appear white in this example.
Al-p+ layer. When the liquid phase reaches the eutectic composition of E ∼ 12% no more
Si segregates and the remaining liquid phase solidifies (step 3).
The doping concentration in the Al-p+ layer is orders of magnitude higher compared to
doping concentrations usually used for Si solar cell base material [1]. As a result a potential
barrier for minority charge carriers is induced [33] effectively preventing recombination at
the Al alloyed contact.
1.3.2. Structure of local Al alloyed contacts
We introduce the typical structure of local Al alloyed contacts in Fig. 1.3. In the scanning
electron microscope (SEM) image with secondary electron contrast the Al-p+ layer appears
brighter than the high resistivity bulk. On top of the Al-p+ layer we find the eutectic layer
with a Si concentration of E = 12%. Above we observe the Al paste. In chapter 3 we will
use SEM images of local Al alloyed contacts to measure the Al-p+ layer thickness WAl−p+
and correlate it to the measured contact recombination.
The dielectric layer in Fig. 1.3 has been opened with a ps laser. However also different
laser processes or other techniques have been used to generate the local contact opening
(LCO) [7, 44, 49, 53]. The impact of the laser type on contact formation will be discussed
in chapter 5.
The micrograph in the upper left of Fig. 1.3 shows the LCO before screen printing. It
reveals a line geometry of the contact. Two local contact geometries have been analysed
in the literature so far: a) parallel line and b) equally spaced point contacts.
For comparison we show a point contact with similar dimensions in Fig. 1.4. As the
1.3. Aluminum alloyed contacts 11
Figure 1.4.: SEM image of a point contact with similar dimensions compared
to the line contact in Fig. 1.3. However, instead of an eutectic layer a cavity is
formed and the Al-p+ layer thickness is significantly smaller compared to Fig 1.3.
most striking difference between Fig. 1.3 and Fig. 1.4 we find a large cavity instead of the
eutectic layer. This phenomena has been often discussed in the literature [13, 54–57]. So
far no detrimental effects of cavities for solar cell operation have been reported, however
avoiding cavities is found to result in a higher efficiency η of the device [56]. Furthermore
is the Al-p+ layer found to be considerably thinner compared to Fig. 1.4. We analyse the
impact of the contact geometry on the contact formation in more detail in chapter 3.

2. Measuring recombination at local
contacts
In this chapter we introduce our measurement technique to quantify recombination at
local contacts represented by the contact recombination velocity Scont. We measure the
recombination current using lifetime measurements on specifically prepared test samples.
This allows us to separate the recombination at the sample rear from other sources of
recombination, i.e. bulk or front surface recombination.
For the effective charge carrier lifetime measurement we employ the dynamic Infrared
Lifetime Mapping (ILM) technique. Introduced by Ramspeck et al. this calibration-free
method allows to determine the spatially resolved effective lifetime of metallized samples
[16]. Using an analytical model [17] we are able to distinguish between recombination
at local contacts and the passivated interface in between the contacts. We examine this
technique at common evaporated contacts before we apply it to local Al alloyed contacts.
We published this work already elsewhere [58].
Before we start with the details of the measurement, we shortly review some basic
principles of charge carrier recombination. This will provide a clear link between the
recombination current at an interface in a solar cell and the lifetime measurements we
perform.
2.1. Recombination current and lifetime measurements
The recombination current at an interface i in a solar cell is expressed by
Jrec = J0,i [exp (Vi/Vth)− 1] . (2.1)
Here Vi is the local voltage and Vth the thermal voltage. The reverse saturation current
density J0,i is hence a measure for the recombination of charge carriers at this interface.
Neglecting resistive losses or space charge recombination it directly translates into a current
loss in the IV-characteristic
Jrec = J0,i [exp (Vi/Vth)− 1]− Jsc (2.2)
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of a solar cell, where Jsc is the short circuit current density.
To separate recombination at the several interfaces of solar cells specific test samples
are used. They allow to determine J0,i by measuring the effective charge carrier lifetime
at only one interface i at a time. This approach is also beneficial in terms of process
optmization, since it is not necessary to fabricate a complete device to determine J0,i of
the single interface i.










in the sample. It is the sum of the recombination rates in the volume and at the surfaces
of the device. Here τbulk equals the bulk lifetime. The surface recombination rate 1/τsurface







Here Sfront denotes the front and Srear the rear surface recombination velocity. Eqn. 2.4
holds as long as the surface recombination is not limited by the transport of charge carriers
to the surface, which is the case for high surface recombination velocities S [59,60]. In this
case we relate the effective charge carrier lifetime with the front and rear recombination
employing the transcendental equation











to calculate Sfront and Srear. Here D denotes the minority charge carrier diffusion
coefficient. This equation is valid in the case of transient lifetime measurements, where the
time dependence of the excess charge carrier lifetime is evaluated. Note, that Eqn. 2.5 is
also a good approximation in the case of static lifetime measurements [17].
Using the approximation in Eqn. 2.4 we relate now the surface recombination velocity





where q denotes the elementary charge and ∆n the local excess charge carrier density at
the interface. In low level injection





[exp (Vi/Vth)− 1] (2.8)
holds with the base doping concentration NA and the intrinsic charge carrier concentra-






of a surface i is proportional to its surface recombination velocity Si. This relation-
ship allows us to determine recombination properties of a solar cell interface from lifetime
measurements.
2.2. Dynamic Infrared Lifetime Mapping (ILM)
In the previous section we demonstrated the equality of recombination currents in a solar
cell described by a reverse saturation current density J0 and recombination currents in
a lifetime measurement described by a surface recombination velocity S. We therefore
employ in this work lifetime measurements to quantify contact recombination.
For this purpose we employ the dynamic Infrared Lifetime Mapping (ILM) technique [16].
This lifetime measurement method is calibration-free yielding images of the effective charge
carrier lifetime τeff of silicon wafers within seconds. Since only the time dependence of the
detected camera signal is used to determine τeff it is possible to measure also metallized
samples. This makes dynamic ILM ideal for the measurement of the contact recombination
velocity Scont.
2.2.1. Setup
The sample under test is placed on an aluminum mirror as sketched in Fig. 2.1. The
mirror heats the sample to a temperature of 70◦C. The lifetime measurement at elevated
temperatures of 70◦C allows in the present setup to increase the signal-to-noise ratio.
Excess charge carriers are excited in the sample by illumination with LED arrays emitting
photons at a wavelength of 930 nm. The infrared camera detects the change in free carrier
emission in the sample due to a change in the excess charge carrier density.
Making use of the proportionality between the infrared light emission and the free charge
carrier density inside the sample, an image of the effective charge carrier lifetime τeff is
obtained by applying a lock-in technique.
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Figure 2.1.: Sketch of the dynamic ILM setup taken from Ref. [61]. Charge
carriers are excited in the sample by square-wave-shaped illumination with diode
arrays. During the measurement, samples are placed on a temperature controlled
infrared mirror. The infrared emission of the free charge carriers is recorded by
an infrared camera.
2.2.2. Principle
The excess charge carrier density ∆n as a function of time t follows the continuity equation
d
dt
∆n = G− ∆n
τ
(2.10)
where G is the generation rate of excess charge carriers due to illumination. Using a
frame rate of 160 Hz and a lock-in frequency of 40 Hz, we take 4 pictures in one lock-in
period of T = 25 ms duration. We apply a cosine and sine correlation in our lock-in
approach. As a result we obtain two images Scos = S1 − S3 and Ssin = S2 − S4, where Si




tint − 2τeff [1− exp(− tintτeff )]





we determine the effective charge carrier lifetime τeff using the known quantities tint
and T . Note, that in practice a more advanced evaluation technique is used. For this
purpose we consider a non ideal square-wave shaped illumination following the arguments
in Ref. [61].
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Figure 2.2.: Schematic of the lock-in principle used for the dynamic ILM ap-
proach (taken from [62]). The time dependence of the incident light intensity and
the charge carrier concentration are displayed together with the image acquisition
times.
2.2.3. Calibration of static ILM images
Even though the principle of the dynamicILM is rather simple, several effects preventing
a precise evaluation of the effective lifetime τeff have been identified in Ref. [61]. The two
most important effects are:
 an increase in the evaluated lifetime due to a sample temperature change especially
in low lifetime regions and
 internal reflections of the emitted infrared light in the sample causing blurring.
When employing steady-state ILM [63] both effects are negligible. This is demonstrated
in Fig. 2.3 by comparing the effective lifetime images of a locally point contacted sample
obtained by dynamic and steady-state ILM. The steady-state ILM is calibrated in terms of
excess charge carrier density by comparison with the dynamic ILM in a high lifetime region
[61]. Note, that the uncalibrated steady-state ILM image does not require an additional
measurement. It is however equal to Ssin = S2−S4 which is already delivered in the lock-in
approach as explained in the previous section.
We observe for the dynamically calibrated steady-state ILM a significantly improved
sharpness of the image, compared to the dynamic ILM measurement in Fig. 2.3. The
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Figure 2.3.: Comparison of dynamic ILM (left) and dynamically calibrated
steady-state ILM (right). In the dynamically calibrated steady-state ILM image
both, an increase in the evaluated lifetime due to a sample temperature change
and internal reflections causing blurring can be neglected.
impact of internal reflections is much less pronounced when using steady-state ILM which
effectively reduces blurring. Furthermore we observe in the bottom left corner of the wafer
a low lifetime region. Here the signal contribution due to a sample temperature change
is quite distinct. As a result we evaluate with the dynamic ILM technique a significantly
increased lifetime of τeval = 291µs. However, using the dynamically calibrated steady-
state ILM this effect is negligible allowing for the determination of the correct lifetime
of τeff = 43µs. Due to the significant improvements in lateral resolution as well as the
precision of the evaluated lifetime we use throughout this work the combination of dynamic
and steady-state ILM.
2.3. Separation of recombination in the passivated and
contacted area
So far we developed an understanding of the recombination current to a surface of a solar
cell. Furthermore we are able to measure the recombination current employing dynamic
ILM measurements known from the previous section. As we consider now a sample with
full area metal rear contact, we expect the recombination current to be homgenous and
perpendicular to the metallized surface. This makes it easy to determine the contact
recombination velocity Scont from lifetime measurements.
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Figure 2.4.: Sketch of the recombination current in a lifetime sample with full
area (left) and local contacts (right). In the case of local contacts we expect strong
lateral current flow.
In the case of local contacts the situation considerably changes. The recombination
velocity Scont at the contacts is large compared to the surface recombination velocity in
between. The homogenously created excess charge carriers will therefore mainly recombine
at the interface to the local contacts. As a result we obtain in contrast to a fully contacted
area an inhomogenous recombination current flowing perpendicular and lateral to the con-
tacted surface as depicted in Fig. 2.4. This makes it difficult to discriminate between the
recombination at the contacts and in between.
Models describing transport in a locally contacted sample are rather complex. However,
we need an understanding of current transport in a locally contacted sample to interpret
our lifetime measurements in terms of Scont correctly.
Finite element simulations were often used to solve the transport equations and to op-
timize the local contact geometry [21,22,24]. However, they have the disadvantage that a
simulation program is needed and furthermore each specific geometry of interest has to be
simulated in a tedious procedure.
As an alternative to numerical simulations Rau et al. [23] developed an analytic solution
for periodic contact geometries by solving the three dimensional transport equations in
fourier space. Another approach from Cuevas is based on iterative calculations [64, 65].
However, in this work we employ an even more basic analytic approach which is often
referred to as the ”Fischer model” originally presented in the PhD thesis of Bernhard
Fischer [17]. It allows to describe the three dimensional charge carrier transport in a
locally contacted sample with a one dimensional equivalent.
2.3.1. Derivation of the Fischer model
The ’Fischer model’ is a one dimensional analytic approximation of minority charge carrier
transport in a locally contacted sample [17]. It allows us to distinguish between recombi-
nation at the local contacts and at the passivated interface in between the contacts. We
will therefore use this model to determine the contact recombination velocity Scont from
measurements of an effective surface recombination velocity Seff,rear. Furthermore we will
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use the Fischer model to gain a deeper understanding of recombination at local contacts
which is possible to its basic analytic and one dimensional approach. This will allow us to
identify possible restrictions of our method to determine Scont.
In the following we only sketch the basic assumptions for the derivation of the Fischer
model. The model is based on a decoupling of charge carrier transport equations in a
solar cell. First we restrict ourselves to consider transport in the base only. According to
Fischer [17] the disregarded emitter will act in three ways:
 Emitter recombination described by J0,e will add as a contribution to the total diode
reverse saturation density J0.
 The incomplete collection of carriers generated within the emitter will lead to a short
circuit current loss.
 A lateral voltage drop due to the sheet resistance will act to provide a non-constant
potential at the space charge region. This can be described by a contribution to
the series resistance of the solar cell, so the front side may be treated as a constant
potential surface.
All three emitter effects can be included in a solar cell model in a later stage.
For the description of transport in the base low level injection conditions are assumed,
which allows to decouple minority and majority charge carrier transport. The majority
charge carrier flow will experience a series resistance that is determined separately by
solving the Laplace equation for the electrostatic potential. Fischer also neglected bulk
recombination. Hence, only the minority charge carrier transport by diffusion is left to be
described.
The diffusion equation is now solved by using the formal equivalence between diffusion
equation and poisson equation to solve for the electrostatic potential. This allows to relate
the effective diffusion length in the base to the series resistance in the base. Now analytic
approximations for the series resistance of a local contact pattern comprising a) equally
spaced point contacts taken from Cox and Strack [66] and b) parallel line contacts taken
from Gelmont and Shur [67] allow to describe the base recombination analytically.
2.3.2. The effective rear surface recombination velocity
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Figure 2.5.: Recombination at local contacts of distance p is described by the
contact recombination velocity Scont. In between the contacts a passivating layer
features a much lower recombination velocity Spass. The contact size is described
by a) the radius r in the case of point contacts and b) the line width a in the case
of line contacts.
as a function of the base resistivity ρ, the contact layout specific base series resistance Rs,
the metallization area fraction f , the sample thickness W and the surface recombination
velocity in the passivated area Spass as well as under the contact Scont. This relationship
between Scont and Seff,rear allows us to determine Scont from lifetime measurements with
the dynamic ILM technique. The sketch in Fig. 2.5 gives an overview over the model
parameters.










is a function of the contact spacing p as well as the point radius r or the line width a.

















of a point contacted sample according to Cox and Strack [66]. For a line contacted






















































2 < tanh pia
4W
< 1.
Note, that the equations for the base series resistance Rs are only approximations. For
specific contact geometries such as very thin solar cells with a thickness below 50µm other
equations for Rs are necessary [25]. Furthermore they are only valid in the case of an
equipotential front surface. As a result they may not apply to describe the base series
resistance of a solar cell [24] especially in the case of large contact distances.
Despite the Fischer model also other analytic approximations for the recombination at
local contacts exist [68,69]. They differ only slightly in their respective derivation and also
give similar results for practical cases. Saint-Cast et al. reviewed the general validity of
those models [69]. He found that the Fischer model is applicable for small metallization
fractions f << 1 and for a contact recombination velocity Scont >> Spass that is much
larger in comparison to the recombination velocity in the passivated areas. However, these
two prerequisites are usually fulfilled for Si solar cells. As the Fischer model is an analytic
approximation which was often discussed in the literature we performed a validity analysis
ourselves. It is further elaborated in the appendix in chapter A.
2.3.3. Restrictions for the determination of Scont
Now, we analyze the impact of the parameters Scont and f on the effective rear surface
recombination velocity Seff,rear. This analysis allows us identify possible restrictions of
determining Scont by measuring Seff,rear. For this purpose we make some realistic assump-
tions to simplify the Fischer model in Eqn. 2.12.
We assume small contacts compared to the thickness of the wafer W  r and the contact
pitch to be large p  W compared to the sample thickness. Considering a rather small





Two relevant cases are to be distinguished here: First, pirScont is much smaller or second,
much larger than 4D. In the first case we have
Seff,rear − Spass ∼ Scontf. (2.19)
Hence, the area averaged Seff,rear is only determined by the product of Scont times f .
It does not depend on the diffusion coefficient D since transport is not a limiting factor
in this case. For a determination of Scont with Fischer’s model it is therefore essential to
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determine the metallization fraction f independently.
In the second case we have
Seff,rear − Spass ∼ 4Df
pir
. (2.20)
The recombination at the sample rear is then independent of Scont. In this case recombi-
nation is transport limited and thus only dependent on geometry parameters such as p and,
of course, the diffusion coefficient D. Note, that in this case an accurate determination of
Scont with Eqn. 2.12 is not possible.
2.4. Application example
In this section we give an application example on how to extract the contact recombination
velocity Scont from lifetime measurements. We published this work in Ref. [58]. We apply
the analytic ’Fischer model’ presented in section 2.3.1 to lifetime measurements obtained
from dynamically calibrated steady-state ILM. For this purpose we prepare samples with
two different local contact types:
 Local Contact Opening (LCO) - Contact is made by laser ablation of the dielec-
tric layer and subsequent evaporation of Al [18].
 Laser Fired Contacts (LFC) - First Al is evaporated and then Si is contacted
through the dielectric layer by laser [19].
We apply our technique for the determination of Scont first to LCO and LFC instead
of local Al alloyed contacts. This has the following advantage: As introduced in chapter
1 local Al alloyed contacts have a three dimensional structure forming structures deep in
the Silicon bulk. Furthermore they are composed of different layers, that is the eutectic
and the Al-p+ layer. Such structures are not explicitly considered in the Fischer model.
For this purpose we test our technique at more simple to describe local contact types: the
LCO and LFC.
2.4.1. Sample preparation
We study the contact recombination as a function of the base doping concentration. For this
purpose we prepare (100) oriented floatzone (FZ) silicon samples with specific resistances
of 0.6, 1.4, 3.9 and 230Ωcm. Etching in KOH reduces the initial thickness of the wafers to
approximately 250µm, before applying a standard RCA clean followed by a HF dip.
Both surfaces are electronically passivated by a stack of 10nm amorphous silicon (a-Si)
and 100nm silicon nitride (SiNx). The latter has a refractive index of n = 1.9. We deposit
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Table 2.1.: Pitch p and metallization fraction fLCO of the LCO geometries, which
are identified in Fig. 2.6. The same pitches p are used for the LFC geometry.
No. Pitch p [mm] Metallization fraction of LCOs fLCO
1 2.5 4.4× 10−3
2 2.5 6.4× 10−3
3 2.5 1.1× 10−2
4 0.05 5.5× 10−1
5 0.75 2.4× 10−3
6 0.5 5.3× 10−3
7 0.28 1.8× 10−2
8 0.2 3.6× 10−2
9 5.0 5.5× 10−5
10 2.0 3.5× 10−4
11 2.5 6.8× 10−4
12 2.5 1.7× 10−3
13 - no contacts
14 2.5 2.2× 10−4
15 1.5 6.2× 10−4
16 1.0 1.4× 10−3
both layers by plasma enhanced chemical vapour deposition, using a parallel plate reactor
for a-Si deposition at 235◦C and an inline remote reactor for SiN deposition at 400◦C.
We apply two different contacting schemes:
 Laser contact openings (LCOs) formed by ablation of the dielectric stack and subse-
quent deposition of 2µm Al, using an inline physical vapour deposition (PVD) tool.
As has been shown in Ref. [70], the surface recombination properties of the contact
are not influenced by the parameters of the metallization process.
 Deposition of 10µm Al in the same inline PVD deposition tool, followed by firing
the contacts through the passivation layers (LFCs). The LFC technique applied at
ISFH requires the deposition of 10µm Al in order to achieve an appropriate contact
formation.
While a 532 nm laser system with a pulse length of approximately 10 ps (Gaussian
profile) is used for the LCOs, the LFCs are formed with laser pulses at 532 nm that have
an approximate length of 20 ns (Gaussian profile).
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In order to investigate the local contact recombination, we use 16 different contact ge-
ometries. The corresponding contact pitches p and metallization fractions f of LCOs are
listed in Table 2.1. The variation in size of the contacts is achieved by overlapping single






of these rectangular-shaped contacts depends on the edge lengths a and b and the contact
pitch p. Large contacts have been applied with constant pitch p = 2.5mm and differing
contact size a× b.
2.4.2. Effective rear surface recombination
We determine the effective rear surface recombination velocity Seff,rear of the 16 contact
geometries to evaluate the contact recombination velocity Scont. For this purpose we employ
lifetime measurements using the dynamically calibrated steady-state ILM.
We perform the lifetime measurements at an illuminating photon flux of 3×1016cm−2s−1
ensuring low level injection in all measurements. The a-Si/SiNx stack exhibits negligible
injection dependence [22] and thus allows, evaluating all 16 squares with just one mea-
surement. The use of high quality defect-free FZ silicon justifies, to assume a limitation
of the bulk lifetime τbulk by radiative and Auger recombination. We use the parametriza-
tion of Kerr [71] to calculate the bulk lifetime. All dynamic ILM measurements have been
performed at 70◦C sample temperature, to obtain a high signal to noise ratio at short mea-
surement times. The difference of the evaluated lifetime is below 10 %, when comparing
lifetime measurements at 35◦C and 70◦C.
We observe in our lifeteime images a homogeneous lifetime distribution in squares #4
to #8 and #16 as exemplarily demonstrated in Fig. 2.6. The numbers in Fig. 2.6 identify
the geometries, which are applied to an area of 2.5 × 2.5cm2. The homogenous lifetime
distribution is the result of the small contact pitch p compared to the wafer thickness
W [72]. However, some squares in Fig. 2.6 feature an inhomogeneous lifetime distribution
with low lifetimes at the contact and high lifetimes in between.











holds [59]. We therefore use the harmonic mean 〈τ−1eff〉−1 to average the effective charge
carrier lifetime. Now Spass follows from Eqn. 2.5, assuming Sfront = Srear in square #13
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Figure 2.6.: Dynamically calibrated steady-state ILM of one of the wafers used
for the analysis. Applied are LCOs in 16 different contact geometries. Numbers
in circles denote areas with single point contacts and numbers in squares identify
areas with large contacts. No contacts are applied to area no. 13.
without contacts. Subsequently, we use Eqn. 2.5 to calculate Seff,rear of the 15 squares
with metal contacts.
2.4.3. Contact recombination velocity
We use Eqn. 2.12 to determine the contact recombination velocity Scont from the measured
effective rear surface recombination velocity Seff,rear and the recombination velocity in the
passivated area Spass. However, in Eqn. 2.12 we find also parameters depending on the
local contact geometry.
As a result the contacted area fraction f has to be determined independently of the
lifetime measurements, to determine Scont accurately. Using an optical microscope, we
determine the contact pitch p and the contact size. Figure 2.7 shows optical microscope
images of a single point LCO (left) and a large LCO (right), prior to metal deposition.
The area of ablated dielectric layer appearing yellow in Figure 2.7 is used, to calculate the
radius of a circle with equal area in the case of single point contacts. A contact radius
of rLCO = 21µm is measured for LCOs. In the case of large contacts the edge lengths a
and b are measured. The area of ablated dielectric layer is elliptical, due to the elliptical
Gaussian laser beam profile. Hence the overlap of ablated area at large contacts is better
in the horizontal direction, than in the vertical direction in Fig. 2.7.
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Figure 2.7.: Micrograph of a single point LCO (left) and a large LCO (right)
before metallization. The dieletric stack of a − Si and SiNx appears dark blue,
while the Si surface is bright yellow.
We investigate the effective rear surface recombination velocity Seff,rear as a function of
the metallization fraction f of single point and large LCOs at NA = 7×1013cm−3 in Figure
2.8. Single point LCOs are applied with constant radius r and large LCOs with constant
pitch p. From the data in Fig. 2.8 we determine the contact recombination velocity Scont
using the analytical Fischer model in Eqn. 2.12.
Employing a least squares fit to the data we determine Scont = 10
4cm/s for single
point LCOs. In contrast, the same analysis made for the large contact data results in
Scont = 10
3cm/s. Plotting the analytical model with Scont = 10
4cm/s and constant pitch
p = 2.5mm in Fig. 2.8 (blue line), confirms the difference in Scont of single point and
large LCOs. However, a decrease in Scont from single point contacts to large contacts
is unlikely, since the area of remaining passivation within the large contact is negligible
and recombination properties are not expected to change by overlapping of single point
contacts.
The microscopic images of the LCOs in Fig. 2.7 show a distinct contrast in the vicinity of
the contact, compared to the surrounding area. This contrast suggests a modification of the
passivation stack and hence of the passivation quality around the ablated area. As the used
laser features an elliptical Gaussian beam profile, the modification outside of the ablated
area is possibly introduced by laser light. Another possible explanation is mechanical stress
in the dielectric layer, which is introduced by the ablation process itself [73,74]. However,
scanning electron microscopy images (not shown) indicate no change in structure of the
passivation stack.
When comparing the two images in Fig. 2.7, it becomes clear that a peripheral defected
area would have a smaller impact on the recombination of large contacts, compared to
single point contacts. Thus, with increasing size of the large contacts, the ratio of the
defected area to the large contact area decreases. As a result we expect the impact of the
laser-damaged area to become negligible, when analysing large contacts of sufficient size.
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Figure 2.8.: Measured effective rear surface recombination velocity Seff,rear at
one of the samples with single point (black circles) and large LCOs (red squares)
as a function of the metallization area fraction f . The lines show a fit of the
analytic Fischer model with Eqn. 2.12 to the data, with constant radius r (black
dashed line) and constant pitch p (red dashed dotted line). Note, Seff,rear depends
on both f and p (blue solid line).
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A laser-damaged peripheral area at single point contacts would result in an overestima-
tion of Scont, since the recombination occurring in the laser damaged area would be assigned
to the contact area. Level and distribution of laser damage in the vicinity of the contacts
is unknown. Thus, we assume equal surface recombination velocities in the contacted and
degraded area for simplicity. Estimating an effective single LCO radius reff,LCO = 27µm
from the left microscopic image in Fig. 2.7, yields Scont = 8 × 103cm/s. One might also
assume Scont = 10
3cm/s as for large contacts. This would result in an effective single LCO
radius of reff,LCO = 55µm.
To investigate this topic further, a measurement of the excess carrier density around
one point contact with µm resolution and a model of the local charge carrier transport
are required. However, this is beyond the scope of our investigation. Since no direct
experimental proof of a laser-damaged peripheral area has been found, we present Scont
values of single point contacts, without considering any laser damage and thus assuming
homogeneous recombination properties within the circular contact. This is an assumption
that may not be fulfilled in reality.
2.4.4. Impact of the doping density
In the following Scont of single point contacts and large contacts is determined for samples
with different base doping concentrations and for both contact formation schemes, LCOs
and LFCs. The corresponding reverse saturation current densities J0 are obtained using
Eqn. 2.9. To allow for an estimate of the accuracy of the investigation, a measurement
error of 20 % has been assumed for all surface recombination velocities, which accounts for
10 % systematic error and 10 % statistical error.
The recombination properties of the contact are determined, by a least squares fit of the
Fischer model in Eqn. 2.12. An upper limit for the surface recombination Scont constitutes
the thermal velocity of minority charge carriers in Si vth ∼ 107cm/s [26], limiting the
supply of recombining charge carriers, even in the case of an infinite surface recombination
velocity. The results of this analysis are shown in Fig. 2.9 together with literature data.
In the left part of Fig. 2.9 the dependence of Scont on the doping density NA is shown
for single point contacts and large contacts, consisting of LCOs and LFCs. The measured
Scont at single point contacts and large contacts of our LFCs show no significant difference
to LCOs. A difference between single point contact and large contact Scont values of at
least one order of magnitude can be observed for every investigated NA, similar as in
Fig. 2.8. While we cannot measure an impact of NA on Scont at large contacts within
the measurement accuracy, Scont at single point contacts varies over nearly three orders of
magnitude depending on NA. However, the error bars suggest, that in the case of these
high surface recombination velocities, an accurate determination of Scont is impossible. In
section 2.3.1 we found that in this case the recombination at the contact is not anymore
30 Chapter 2. Measuring recombination at local contacts
Figure 2.9.: Measured contact recombination velocity cont (left) and reverse sat-
uration current density J0,cont of different contact formation and measurement
techniques. The data obtained in this study at LCOs and LFCs results from the
analysis of single point contacts (black circles, open rhombus) and large contacts
(red squares, filled rhombus). These values are compared with literature data (open
triangle down Schoe fthaler et al. [72,75] - photolithographically opened point con-
tacts; filled triangle down Schmidt [27] - line contacts opened by metal evaporation
prior to passivation; open triangle up Plagwitz and Brendel [68] - COSIMA; filled
triangle up Kray and Glunz [76] LFC; Stars Nekarda et al. [77] - LFC). The ther-
mal velocity vth of charge carriers in Si (black dashed line) is the upper limit for
the contact recombination.
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influenced by Scont since Scont  4D/(pir) ∼ 104cm/s.
The Scont values reported by other studies are in between the Scont values, which we find
for point contacts and large contacts. Kray et al. [76] and Nekarda et al. [77] investigated
LFCs, while Schoefthaler et al. [72,75] applied photolithographically opened point contacts.
Schmidt [27] analyzed line contacts by metal evaporation prior to passivation and Plagwitz
et al. [68] used COSIMA point contacts.
According to the data provided by these studies, LFC contacts exhibit a lower contact
recombination velocity Scont compared to the other contact formation techniques. This
has been attributed to the formation of a highly doped Al region induced by the LFC
process [35, 76].
The existence of such a highly doped region has been impressively proven by using
the LFC technology for emitter formation [34] and is hence expected to lower contact
recombination according to cahpter 1. However, our results show no difference in terms of
surface recombination velocity between LFCs and LCOs. We expect that the equality of
contact recombination at LCO and LFC may be the result of a deep crystal damage during
ns laser processing [78], which compensates for the effect of the highly doped layer.
In the right part of Fig. 2.9 the same data is plotted after converting the surface
recombination velocities into reverse saturation current densities using Eqn. 2.9. The most
striking result, is the linear dependence of J0,cont on NA, for LCOs and LFCs obtained for
large contacts in this study. While reverse saturation current densities at diffused surfaces,
like pn-junctions, are commonly assumed to be independent of the doping density, this is
obviously not the case for the data in Fig. 2.9.
2.5. Conclusion
In this chapter we introduced how the recombination current J0 of an interface in a solar cell
is assessed experimentally by measuring the surface recombination velocity S using charge
carrier lifetime measurements. For this purpose we employ the dynamic Infrared Lifetime
Mapping (ILM) technique which allows to evaluate the effective lifetime of metallized
samples analyzing only the time dependence of the measured signal. To enhance spatial
resolution and sensitivity at low lifetimes we use static ILM images calibrated using the
dynamic ILM technique. Analyzing those images employing an analytical model of the
three dimensional charge carrier transport in a locally contacted sample, we are able to
separate recombination in the passivated and contacted areas. From a deeper analysis of
the used model we deduce that a precise determination of the contact recombination is not
possible when charge carrier transport is transport limited.
We test the proposed technique for the measurement of the contact recombination veloc-
ity Scont at LCO contacts and measure local reverse saturation current densities as low as
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J0,cont = 2×103fA/cm2 at those contacts. We observe no difference in J0,cont between LCO
and LFC which is in contrast to the general believe that recombination at LFCs is reduced
due to a highly doped layer underneath the contacts. Our results indicate degradation of
the passivation stack due to laser treatment in the vicinity of the LCO and LFC.
3. Recombination at local Al alloyed
contacts
While the basic concept of local Al alloyed contacts was already introduced in chapter 1,
we now analyze the recombination properties of local Al alloyed contacts. For this purpose
we employ the technique presented in the previous chapter 2 to measure the contact recom-
bination velocity Scont. We prepare samples with varying contact geometry and measure
the effective rear surface recombination velocity Seff,rear. Using the analytical model pre-
sented in chapter 2 we determine the contact recombination velocity Scont. We prove the
assumption of reduced contact recombination due to the formation of a highly Al doped
Al-p+ layer beneath the local contacts, using scanning electron microscopy (SEM) images
with secondary electron contrast. We confirm this understanding with PC1D simulations.
This work is published in Ref. [45].
3.1. Sample preparation
For our analysis we prepare lifetime samples in the following way:
We use (100)-oriented p-type float-zone (FZ) silicon wafers of 1.5 and 200 Ωcm resis-
tivity, with a thickness of 275 µm after saw damage etching in KOH. The samples are
pseudosquare with a size of 12.5 × 12.5cm2. We use 200 Ωcm FZ material as it features
high bulk lifetimes in the ms range allowing to measure the lifetime accurately and without
effects from insufficient surface passivation. The 1.5 Ωcm is however more comparable to
silicon used for solar cell production and is therefore also used in this study.
Subsequent to a RCA clean followed by a HF dip, both nearly planar wafer surfaces
were electronically passivated by a stack of 17 nm thermal oxide (SiO2) and 75nm silicon
nitride (SiNx). The oxide was grown in dry O2 ambient at 900
◦C . Using a parallel plate
reactor, we deposited the SiNx layers by plasma enhanced chemical vapour deposition at
400◦C on both surfaces.
We apply single sided local contact openings (LCO) by laser ablation of the dielectric
stack. As shown in Fig. 3.1 we use two different contacting schemes: a) parallel line
contacts and b) equally spaced point contacts. We realized the openings of radius r and
line contacts of line width a by overlapping single openings of 25µm radius. In order to
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Figure 3.1.: Schematics of the sample structure under test (not to scale). A
dielectric stack consisting of 17 nm SiO2 and 75 nm SiN on top is applied on
both sides of FZ-Si wafers of 1.5 and 200 Ωcm resistivity. Laser contact openings
(LCOs) are realized by laser ablation of the rear dielectric stack in a) line and
b) point geometries. The contact formation is subsequently realized, by full-area
screen printing and firing of a standard fritless Al paste.
investigate the local contact recombination the laser defined 16 contact geometries with an
area of 2.5× 2.5 cm2 on each 12.5× 12.5cm2 pseudosquare sample. These vary in contact
pitch p or contact size (i.e., radius r or line width a).
We complete the contact formation by full area screen-printing of a fritlless Al paste
on top of the LCOs. Subsequently, the samples were fired in an industrial conveyor belt
furnace at approximately 800◦C and conditions applicable to the cofiring of solar cells.
3.2. Contact recombination
To determine the local contact recombination velocity Scont we follow the procedure in
section 2.4.
3.2.1. Effective lifetime measurements
From effective charge carrier lifetime measurements employing dynamically calibrated
steady-state ILM we determine the effective rear surface recombination velocity Seff,rear
at each of the 16 local contact geometries. For this purpose we average the effective charge
carrier lifetime τeff by using the harmonic mean 〈τ−1eff〉−1. Now Spass follows from Eqn.
2.5, assuming Sfront = Srear at square # 13 without contacts. Subsequently, we use Eqn.
2.5 to calculate Seff,rear of the 15 squares with metal contacts.
Symmetrically processed and fired reference samples without LCOs and without met-
allization are used, to analyze a potential degradation of the front passivation stack due
to firing. We observe no lifetime degradation of the passivation stack. Additionally, the
SiO2/SiNx stack exhibits negligible injection dependence [79]. On the 1.5 Ωcm material
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Figure 3.2.: Dynamically calibrated steady state ILM images of samples with
line (left) and point contacts (right), processed on FZ silicon with a resistivity of
200 Ωcm using the ps Laser. The numbers in circles denote areas with single point
contacts and numbers in squares identify areas with large point or line contacts.
No contacts are applied to area # 13.
we measure in the injection range between 1014cm−3 < ∆n < 1015cm−3 a lifetime variation
smaller than 30%. Thus we are able to evaluate all 16 squares of different contact geometry
with just one measurement.
Before we use the Fischer model in Eqn. 2.12 to calculate the contact recombination
velocity Scont we also need to measure the contacted area of the 15 applied local contact
geometries. We determine the contact pitches p, contact radii r and line widths a employing
micrographs of the LCOs before screen printing. They are comprised in Table 3.1. Note,
that the contact size may increase during firing [80]. Hence, when using the contact sizes
evaluated before contact firing the determined contact recombination velocities have to be
regarded as upper limits of the actual ones.
3.2.2. Effective rear surface recombination velocity
The Seff,rear values determined from the lifetime measurements on 200Ωcm substrates are
shown in Figure 3.3 as a function of the metallization fraction f . The metallization fraction
f is calculated from the original size of the LCOs measured with the light microscope.
Employing the Fischer model in Eqn. 2.12 we obtain the contact recombination velocity
Scont by applying a least square fit to the data. Please, note that the contact size increases
during firing (ref). In consequence all Scont have to be considered as upper limits of the
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Table 3.1.: Pitch p and size (width/radius) of the point and line contact geome-
tries, which are identified in Fig. 3.2
No. Line pitch Line width Point pitch Point radius
pLine[mm] a[µm] pPoint[mm] r[µm]
1 5.0 250 2.0 25
2 1.5 80 1.5 150
3 1.0 135 1.5 240
4 0.6 250 0.05 25
5 5.0 135 2.5 25
6 3.0 250 1.5 100
7 1.0 80 1.5 195
8 0.6 135 0.23 25
9 5.0 80 5.0 25
10 3.0 135 1.5 50
11 1.5 250 0.75 25
12 0.6 80 0.23 25
13 no contacts
14 3.0 80 1.5 25
15 1.5 135 1.0 25
16 1.0 250 0.5 25
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Figure 3.3.: Effective rear surface recombination velocity Seff,rear and effective
rear reverse saturation current density J0,eff,rear as a function of the metallization
fraction f, measured at the samples in 3.2: line contacts of different line width
(left) and single point contacts of different pitch p (black circles) and large point
contacts of different radius r (red triangles) (right). The lines show the fit of the
analytical model to the measured data. Line contacts and large point contacts
are realized by overlapping of single point contacts, which is depicted in the small
micrographs.
actual values when micrographs are used to determine the size of the contacts.
We determine contact recombination velocities as low as Scont = 90cm/s at the line
contacts when fitting the line contact data in Fig. 3.3 nearly independent of the line width.
In comparison, the evaluation reveals Scont = 6× 104cm/s for the single point contacts in
Fig. 3.3. However, the analysis of the large point contacts with different contact sizes in
Fig. 3.3 does not result in one unique Scont. Here the large point contacts have constant
pitch p = 1.5mm but differ in contact size. We calculate the radius r of noncircular-
shaped point contacts using their contact area A = pir2. At the largest point contact with
r = 240 µm, we measure Scont = 2 × 102cm/s, which is two orders of magnitude smaller,
as compared with the contact recombination velocity of the single point contacts with a
radius of only 25µm. Hence, the data in Fig. 3.3 suggests a change in the recombination
properties with contact size and geometry.
Note, that the measured recombination velocity at single point Al alloyed contacts
Scont,Alalloyed = 6×104cm/s is of the same order of magnitude as the recombination velocity
at the single point LCOs with Scont,LCO = 10
4cm/s presented in chapter 2.
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Figure 3.4.: Contact recombination velocity Scont and contact reverse saturation
current density J0,cont at point contacts (closed circles) as a function of the contact
radius and line contacts (open circles) as a function of the line width, measured
on wafers of a) 200 Ωcm and b) 1.5 Ωcm resistivity. The lines are guides to the
eye. The thermal velocity equals the transport limit.
3.2.3. Contact recombination velocity
In order to verify that the recombination properties depend on the contact size and geom-
etry, we investigate Scont as a function of line contact width a and point contact radius r.
For this purpose we use the same approach as used in Fig. 3.3 and apply it to the sample
with 1.5Ωcm and 200Ωcm resistivity. The evaluated contact recombination velocities Scont
are shown in Fig. 3.4 as a function of the contact size, i.e. point radius and line width.
In our analysis we assume a measurement error of 20% for all Seff,rear, which accounts
for 10% systematic error and 10% statistical error. An upper limit for the contact recom-
bination velocity Scont constitutes the thermal velocity of minority charge carriers in Si
vth ∼ 107cm/s [26], limiting the supply of recombining charge carriers, even in the case of
an infinite surface recombination velocity.
When considering the point contact data, we observe a significant decrease in Scont with
increasing contact size in Fig. 3.4, independent of the material resistivity. Note, that the
error in the determination of Scont indicated by the error bars in Fig. 3.4 decreases with
decreasing Scont. In contrast to the point contact data, the Scont values of the line contacts
are found to be smaller. Furthermore they are nearly independent of the line width in the
range 80 < a < 300µm.
Comparing the contact recombination velocity of the lower resistivity 1.5Ωcm material
in the right diagram of Fig. 3.4 with those values obtained on the 200Ωcm material in the
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left diagram of Fig. 3.4, a significantly lower Scont (around one order of magnitude) is found
for the 200Ωcm material. This impact of the material resistivity on Scont is comparable
to the data obtained at LCO and LFC in section 2.4. The lowest contact recombination
velocity of Scont = 65cm/s (corresponding to J0,cont = 2× 104fA/cm2) is observed in Fig.
3.4 for line contacts of width a = 250µm.
In contrast, the contact reverse saturation current density J0,cont is lower on the 1.5Ωcm
resistivity material. Values of J0,cont as low as 900fA/cm2 (corresponding to Scont =
600cm/s) are measured at the line contacts in Fig. 3.4. This value is comparable with
those determined for a full-area Al alloyed contact [81]. As discussed in chapter 2 reverse
saturation current densities are directly related to the recombination current in a solar
cell. Hence, we can conclude that the recombination current at local Al alloyed contacts
is smaller in the case 1.5Ωcm material compared to the material of 200Ωcm resistivity.
3.3. Structural investigation
In the previous section we measured an exciting impact of the contact geometry on the
contact recombination. In this section we investigate the origin of this behaviour. In the
case of full area Al alloyed contacts it was shown that low contact recombination is the
result of a sufficiently thick Al-p+ layer [33, 82] as described in chapter 1. A potential
barrier induced by the highly doped layer prevents minority charge carriers to recombine
at the metal interface.
It is assumed that the Al-p+ layer observed at local Al alloyed contacts also lowers
contact recombination. To prove this hypothesis we measure the contact recombination
velocity Scont as a function of the Al-p
+ layer thickness WAl−p+ . The thickness of the local
Al-p+ layer is measured using scanning electron microscopy (SEM) images with secondary
electron contrast.
3.3.1. Al-p+ layer thickness
Fig. 3.5 shows a SEM image of a line contact together with a micrograph of the same
contact, as captured before screen printing. The Al-p+ region appears brighter in the SEM
image than the high-resistivity bulk of the silicon wafer due to differing local ionization
energy values [83]. The mean Al-p+ layer thickness
WAl−p+ = AreaAl−p+/widthAl−p+ (3.1)
is determined by measuring the cross-sectional area AreaAl−p+ of the Al-p+ region and
dividing it by widthAl−p+. Here widthAl−p+ denotes the approximate width of the Al-p+
layer considering the contact to be the interface of Al-p+ layer and Si, which is depicted in
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Figure 3.5.: SEM image of a line contact. The Al-p+ region appears brighter
than the high resistivity bulk. In the upper left a micrograph of the contact is
depicted.
3.5. The microscopic image allows identifying the line contact opening width a (as used for
the evaluation of Scont) to be 135µm. In contrast we find widthAl−p+ = 180µm supporting
the argument that the contact size of local Al alloyed contacts increases during firing [80].
Using the above described procedure we evaluate the thickness of the Al-p+ layer WAl−p+
as a function of the contact sizes in Fig. 3.6. The most striking finding in Fig. 3.6 is a
significant difference in the local Al-p+ layer thickness WAl−p+ for point and line contacts.
Furthermore we find with increasing point contact radius an outstanding increase in WAl−p+
from WAl−p+ = 0µm at r = 50µm to WAl−p+ = 6.3µm at r = 290µm. Here the contact size
is determined after contact formation. In the case of line contacts we observe an increase
in WAl−p+ from a line width of a = 100µm to a = 150µm after firing. However, increasing
the line width further did not result in an increase of WAl−p+. A detailed explanation of
the observed WAl−p+ as a function of the contact geometry is given in chapter 4.
As the thickness of the Al-p+ layer is considered to determine the contact recombination
velocity [33], we now measure the contact recombination velocity Scont as a function of the
Al-p+ layer thickness on 200Ωcm FZ material in Fig. 3.7.
The data clearly indicates a decrease of Scont with an increasing Al-p
+ layer thickness
WAl−p+ . Here, the contact recombination velocity Scont decreases from 6 × 104cm/s at a
WAl−p+ of 0 to around 2×102cm/s at a WAl−p+ larger than 2µm. This behaviour is similar
for point and line contacts. Hence we can state that for lowest contact recombination a
mean WAl−p+ of 2µm is necessary.
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Figure 3.6.: Al-p+ layer thickness as a function of the contact geometry, i.e. the
line width a (open orange triangles down) and point contact radius r (full violet
circles).
Figure 3.7.: Surface recombination velocity Scont as a function of the mean Al-
p+ layer thickness WAl−p+ at ps Laser point (full circles) and line contacts (open
triangle down). The PC1D simulation (dashed line) verifies the measured data.
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3.3.2. Predicting the contact recombination velocity
The relationship of contact recombination velocity Scont and Al-p
+ layer thickness WAl−p+
in Fig. 3.7 already demonstrates reduced contact recombination also at local Al alloyed
contacts due to a highly doped area at the interface of Si and metal. This in accordance
with our arguments in chapter 1 and with literature data [33]. However, additionally we
perform numerical simulations using PC1D [84] to verify the observed behaviour in Fig.
3.7. This will also verify our measurement technique for Scont and allows predicting the
contact recombination velocity Scont from measurements of the mean Al-p
+ layer thickness.
The input parameters for the PC1D simulation are the base resistivity of 200Ωcm, the
bulk lifetime in the Al-p+ layer τBulk = 130ns [85] and a rear surface recombination velocity
Scell,rear. The measured Aluminum dopant density NAl basically follows an exponential
increase with depth z. It is increasing from Nmin = 10
18cm−3 at the sample surface to a
maximum value of Nmax = 3 × 1018cm−3 at the interface of Si substrate and Al-p+ layer,











to describe the experimental values in Fig. 3.8. Here WAl−p+ denotes the Al-p+ layer
thickness.
We observe a distinct difference between the experimental and theoretical curve close
to the sample surface and at the end of the Al-p+ layer. However the deviation at both
positions was found to be an artifact. The Al concentration peak close to the surface was
found to be the result of Al inclusions beneath the surface [11]. The relatively broad second
concentration peak has been attributed to be a measurement artifact of ECV measurements
[86]. This argument is supported by the sharp transition from Al-p+ layer to the Silicon
bulk in Fig. 3.5.
We evaluate the open circuit voltages Voc of a solar cell, comprising an Al-p
+ layer of
certain thickness WAl−p+ and a rear surface recombination velocity of 107cm/s (cell type
one) and a solar cell without Al-p+ region, but a certain Scell,rear (cell type two). For a
given WAl−p+ of cell type one we change Scell,rear of cell type two, until both cell types
feature the same Voc. In this case we have Scell,rear = Scont. This procedure determines
Scont as a function of WAl−p+. The results of the simulations are plotted in Fig. 3.7. They
clearly confirm the experimental finding and verify therefore also the measurement method.
We find a rather inhomogenous thickness of the Al-p+ region in Fig. 3.5. Due to
the inhomogeneity and the nonlinear impact of WAl−p+ on Scont shown in Fig. 3.7, the
evaluation of an arithmetic mean of the Al-p+ thickness contains an uncertainty. Especially
edge regions of the contact are found to comprise a thinner Al-p+ layer. Hence, the
evaluation is less precise for point contacts compared to line contacts, due to the larger
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Figure 3.8.: Aluminum doping profile of an Al-p+ region (symbols) measured with
the electrochemical capacitance voltage (ECV) method (taken from [11]). It is well
described with the theoretical approximation in Eqn. 3.2, using WAl−p+ = 7.5µm.
Note, that the peak at the front surface is not due to Al dopant atoms, but Al
inclusions at the surface [11]. The broadening of the second peak can be attributed
to artifacts of the ECV measurement [86].
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circumference to contact area ratio. This might explain why point contacts feature a higher
Scont, compared to line contacts of a similarly thick Al-p
+ layer. A more detailed discussion
of an inhomogeneity in the Al-p+ layer can be found in Ref. [55].
3.4. Conclusion
In this chapter we presented measurements of the recombination at local Al-alloyed contacts
on high- and low-resistivity p-type FZ Si, employing the method presented in chapter 2.
The measured contact recombination has been found to depend on the geometry and size of
the contacts. Very low reverse saturation current densities of J0,cont = 9×102fA/cm2 at the
contacts on the 1.5Ωcm resistivity material and J0,cont = 2 × 104fA/cm2 at the 200Ωcm
resistivity material demonstrate the significant improvement in contact recombination,
employing local Al-alloyed line contacts.
Contact recombination velocities of line contacts are found to be several orders of mag-
nitude lower than those of single-point contacts. When increasing the point contact size
the point contact recombination decreases to similar values of those at line contacts. The
assumption of reduced contact recombination due to the formation of a locally highly
Al doped Al-p+ layer beneath the contacts is proven, using SEM with secondary elec-
tron contrast. The thickness of the Al-p+ region correlates with the measured contact
recombination velocity. The agreement of the data with a PC1D simulation confirms this
understanding. To achieve low contact recombination a more than 1µm thick Al-p+ layer
is necessary.
4. Understanding the local alloying of
aluminum and silicon
In chapter 3 we demonstrated the enormous impact that the contact geometry has on the
recombination at local Al alloyed contacts. We also identified that the change in contact
recombination is the result of different Al-p+ layer thicknesses. From this we conclude that
the contact formation process is sensitive to the local contat geometry.
The impact of the local contact geometry on the contact formation process has been
already described in various publications. Fischer for example worked on local alloying at
point contact openings with a diameter down to 3µm [13]. He observed pyramidal shaped
contacts without Al-p+ layer. Uruena found that with increasing point contact size an
Al-p+ layer forms [14]. He introduced a qualitative model of the contact formation process
based on the phase diagram of Al and Si [50]. Grasso et al. [15] measured the Al-p+ layer
thickness of point contacts as a function of the contact size.
However, a quantitative and general understanding of the contact formation process
including line contacts was not yet developed. We therefore introduce in this chapter a
quantitative model which is able to describe the contact formation at point and line contact
geometries as a function of both: The local contact geometry and processing parameters,
such as the firing temperature.
As the recombination at local Al alloyed contacts is basically dominated by the average
Al-p+ layer thickness WAl−p+ we aim at describing WAl−p+ with our model. We use here a
basic analytic explanation of the process dependent on two parameters only. Our analytical
approach is not intended to completely describe the contact formation. In fact, it simplifies
the complex interdependencies by using physically justified assumptions. This work is
already published in Ref. [46]
Another important phenomena often discussed in the context of local alloying is the
formation of cavities or voids [13, 54–57]. However, in this work we focus on the Al-p+
layer thickness only, as it is strongly correlated with the contact recombination.
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Figure 4.1.: Sample temperature as a function of time t. The alloying process
starts after the melting temperature of Al (660◦C) is reached and ends after the
sample is cooled down to the eutectic temperature of 577◦C.
4.1. Kinetic model of the local alloying process
In contrary to full area Al alloying the local contact formation cannot be treated as an
equilibriuum process anymore. Due to the local structure of contacts the solution of Si
and its transport in the alloy become tremendously important. We therefore analyze in
the following the dynamics of the local alloying process.
4.1.1. The firing step
As introduced in chapter 1 the formation of the Al-p+ layer takes place during a short firing
step at the order of 10 seconds. During this short time the sample is heated above 800◦C.
The temperature of a sample during rapid thermal annealing is depicted in Fig. 4.1. After
a preheat to 660◦C the samples are heated up to the peak temperature of approximately
Tpeak = 800
◦C in this case. After the peak temperature is reached the sample cools down
to room temperature again.
The alloying process itself does take place for a very short time in this case of tfiring =
8.4s only. It starts when the Al paste melts at 660◦C and ends when the eutectic tem-
perature of Al and Si of 577◦C is reached. We therefore do only consider for our kinetic
description the short step to very high temperatures. For a basic description of the alloying
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process we assume a rectangular shaped temperature profile as sketched in Fig. 4.1.
4.1.2. Silicon concentration in time






in the Al melt. In the following we consider it as a function of time t. Here mSi and mAl
denote the masses of Si and Al that contribute to the alloy in the melt. During alloying
solid Si dissolves into the Al melt. As a consequence is the Si concentration increasing
with time t.
For simplicity we assume cSi to be spatially homogeneous in the alloy. This assumption
keeps the model simple since it allows to decribe cSi as a function of time t only which
avoids coupled differential equations in space and time. However, measurements of the
silicon distribution using energy dispersive X-ray spectroscopy (EDX) were pointing out
that the silicon concentration in the alloy may vary laterally after firing [54]. Later on we
will restrict the region where alloying occurs to a volume near the contact opening.
After the firing process the sample cools down as described in section 1.3.1. As the
temperature decreases Si precipitates from the melt due to a limitation of its solubility in
the alloy. Therefore the Si concentration in the melt cSi decreases. The expelled Si atoms
grow epitaxially onto the Si substrate and Al is incorporated into the lattice according to
its solid solubility in Si which forms the Al-p+ layer. When the liquid phase reaches the
eutectic composition E of approximately 12% no more Si seggregates and the remaining
liquid phase solidifies.
We therefore calculate the mass of recrystallized Si
mSi,Al−p+ = mSi,total −mSi,eutectic (4.2)
as the difference of the total mass of dissolved Si mSi,total and the mass of Si in the
eutectic layer mSi,eutectic remaining after the eutectic temperature is reached [82]. Together
with the definition of the Silicon concentration cSi we are able to calculate the mass Si









as a function of the net mass of AlmAl contributing to the alloying and the concentrations
of Si in the alloy at the end of the firing process cSi(tfiring) and at the end of the alloying
E.
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Figure 4.2.: Sketch of a local Al alloyed contact (not to scale) illustrating the
length ∆ and the contact depth h.
The dielectric layer between Al and Si acts as a solution barrier. Hence, the alloying
process only takes place in the areas of the local contact openings (LCOs) where Al and
Si are in direct contact. We denote this interface area of Al and Si with A. Using that we











where ρSi denotes the density of Si.
4.1.3. Al paste consumption
In Ref. [54] a restriction of the Si transport in the Al paste was found in the case of local
contacts. Using EDX analysis and micrographs they found Si only near the interface areas
A of Al and Si. This result implies that only a fraction of the total amount of Al paste
actually contributes to the alloying process. It confirms earlier experiments by Huster et
al. [87] who found evidence for a Si transport restriction in the case of a full area alloying
process.
We consider the Si transport restriction during alloying by introducing the length ∆,
which is illustrated in Fig. 4.2. It describes the region in the vicinity of the LCO to which
Si is transported during firing. We therefore obtain for the mass of Al contributing to the
alloy
mAl = dpi(r +∆)
2ρAl (4.5)
for local point contacts with radius r and
mAl = d(a+ 2∆)pρAl (4.6)
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Figure 4.3.: Ratio mAl/A illustrated for a full area, line and point contact. The
length of the unit cell equals the contact pitch p.
for line contacts of width a. Here d denotes the thickness of the deposited Al layer and
ρAl the density of the Al layer. In case of a thick Al paste there might be also a vertical
transport limitation as described by Huster et al. [87]. Therefore a more general approach
would be to define rather a volume of contributing Al instead of the length ∆. To keep
our model simple, we further use horizontal transport restriction only described by ∆.
We now analyse the ratio mAl/A (mass of Al per interface area between Al and Si) in
Eqn. 4.4 as a function of the local contact geometry in Fig. 4.3. Here, we use the contact
pitch p to describe the area of the unit cell p2 which is equal to the interface area A when
considering a full area contact. In the case of local contacts the interface area reads
A = pir2 (4.7)
for local point contacts with radius r and
A = p× a (4.8)
for line contacts of width a. As a result we obtain the lowest mAl/A in the case of full
area contacts translating to a thin Al-p+ layer in Eqn. 4.4. With increasing length ∆ the
ratio mAl/A increases. Considering point and line contacts the ratio mAl/A decreases with
increasing contact size. Thus, the amount of Al mAl, which is contributing to the alloy as
well as the interface area A of Al and Si are of major importance.
4.1.4. Dissolution of silicon in the melt
The dissolution of solid Si is one of the processes which determines the time dependence
of the Si concentration in the melt cSi significantly. The change of cSi with respect to time
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dcSi
dt
= k[F − cSi] (4.9)
is directly proportional to the difference of the equilibriuum concentration F and cSi,
where k is the constant of proportionality. Hence, the driving force for the solution process
is high in case no Si is solved in the Al melt and the Si concentration cSi increases fast.
On the contrary in case the equilibriuum concentration cSi = F has been reached in the
melt no further solid Si dissolves.




describes an exponentially saturating content of Si in the Al melt with respect to time.
We determine the constant of proportionality k by using the boundary condition cSi = 0





from Eqn. 4.1. Note, that Al pastes can also contain Si [7,48] which would than change
the boundary condition. The mass of dissolved Si
mSi = h(t)× A× ρSi (4.12)
however can be calculated by multiplying the volume of solved Si times the mass density





















at t = 0. Here vdiss = dh/dt describes the dissolution velocity of a Si layer per time for












from Eqn. 4.4 with












by considering the respective ratio mAl/A for the point or line contact geometry. In the
case of a negative result in Eqn. 4.15 WAl−p+ is zero.
Before we interpret our model in Eqn. 4.4 as a function of the processing conditions we
determine in the following the two model parameters vdiss and ∆.
4.1.5. Experimental verification of the model
We experimentally verify the proposed model by comparing it to measured data. Addition-
ally we determine the two model parameters vdiss the dissolution velocity of solid silicon
during alloying and the length ∆ describing the vicinity of the contact area from which
additional Al is contributing to the contact area.
For this purpose we prepare local Al alloyed contacts on FZ silicon samples by local laser
ablation of the dielectric layer, subsequent screen printing of an Al paste and firing of the
sample. Experimental details are described in chapter 3.
We prepare point and line contacts with point contact radii 50 µm < r < 290 µm and line
width 100 µm < a < 280 µm after firing. From time-dependent temperature measurements
similar to the one shown in Fig. 4.1 we deduce a time tfiring = 10s for the firing step.
The peak firing temperature was 800◦C defining the equilibriuum Si concentration F to
be 0.27 according to the AlSi phase diagram. Considering a sphere packing of the Al paste
particles we use d = 26µm to calculate mAl in 4.15 after measuring the Al paste thickness
employing SEM images.
Following the method described in chapter 3 we determine a mean Al-p+ layer thickness
WAl−p+ for the analysed contact geometries. The measured WAl−p+ is shown in Fig. 4.4 as
a function of the local contact structure size a and r after firing. We describe the measured
data in Fig. 4.4 using the values for F, tfiring and d in Eqn. 4.15. From a least-square fit
of Eqn. 4.15 to the experimental data we deduce the two parameters vdiss and ∆.
From the point and line contact data we obtain similar dissolution velocities of solid Si
of vdiss,points = 1.9µm/s and vdiss,lines = 1.6µm/s. To our knowledge no comparable data
for this process exists. Dissolution velocities of Si during wet chemical etching at room
temperature are at the order of vdiss ∼ 1µm/s [42] and therefore quite similar although at
a 800K lower temperature. The length ∆points = 120µm is larger for the point contacts
compared to ∆lines = 70µm for line contacts. The value of 70µm in the case of line contacts
is supported by similar values determined from optical microscopy [54] studies.
The difference in ∆ between point and line contacts is a consequence of the different
dynamics of Si transport in the Al melt for point and line sources of Si. When the firing
process begins and Si starts to dissolve into the Al melt the Si concentration in the melt
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Figure 4.4.: Measured Al-p+ thickness at point (green circles) and line contacts
(blue triangles down) and fit of our analytical model of contact formation to the
measured data. The uncertainty in the determination of vdiss ± 0.1µm/s (dashed
lines) and ∆± 15µm (dottel lines) is exemplarily demonstrated.
is zero. Considering diffusion as the dominant mechaism of Si transport, we expect Si
diffusion from the local contact source with Si concentration cSi = cSi,0 into the alloy.







we find now different solutions for point and line sources. Here r denotes the vector of











with D the diffusion coefficient and cSi,0 the intial Si concentration. In the case of line











For this reason we get at the same distance ‖r‖ of the contact a roughly twice as high Si
concentration at point contacts compared to line contacts cSi,points = 2cSi,lines. From this
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Figure 4.5.: SEM images of line contacts of width a = 30µm before screen
printing. The contact formation strongly depends on the contact pitch p. The
microgrographs in the lower part show the LCOs before screen printing.
argument we conclude that the Si is able to penetrate laterally much wider in the Al melt
in the case of point contacts. This might explain the higher ∆points compared to ∆lines, as
∆ was defined to describe a region in the vicinity of the contact to which Si is transported
during firing.
The uncertainty in vdiss and ∆ is exemplarily demonstrated in Fig. 4.4 by dotted and
dashed lines. As shown for line contacts, a variation in ∆ by ±15µm exhibits a decreasing
impact on the Al-p+ layer thickness for an increasing structure size. On the contrary, a
small variation in vdiss by ±0.1µm/s shows an increasing impact on the Al-p+ layer thick-
ness with increasing structure size demonstrated for the point contact data. Hence, from
a fit of Eqn. 4.15 to the experimental data ∆ and vdiss can be determined independently.
4.2. Considering spacing of the contacts
In the previous section we demonstrated that our quantitative model reproduces the mea-
sured Al-p+ layer thickness as a function of the point and line contact size. Now, we
explain another effect first described by Urrejola et al. [47] and Rauer et al. [48]. They
found an increasing thickness WAl−p+ of the Al-p+ layer with a decreasing pitch p of line
and point contacts. The significant impact of the contact pitch p is shown in Fig. 4.5.
With decreasing pitch the contact width after firing af and the contact depth decreases,
whereas the Al-p+ layer thickness WAl−p+ increases.
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In the frame of our model we explain this effect by a reduction of mAl due to the small
contact spacing p. This reduction then leads to a reduction of mAl/A, which increases
WAl−p+.
4.2.1. Extension of the kinetic model
We extend our model to consider the impact of contact pitch p in the case of line contacts.
We explain the observed effect by analyzing the transport of Si into the alloy during contact
formation. In the previous section we found that the transport of Si into the Al melt is
restricted to a volume near the interface area of Al and Si. For this purpose we introduced
a length ∆, which describes the region in the vicinity of the contact area where the alloying
process takes place.
Now, in the case of a small line contact pitch p < 2∆ + a the areas of neighbouring
contacts where the alloying takes place overlap. As a result, the mass of Al contributing
to the alloying decreases from mAl = d(a+ 2∆)pρAl when p > a+ 2∆ to
mAl = dp
2ρAl (4.20)
in the case of p < a+ 2∆. Here d denotes the Al paste thickness and ρAl the density of







when p < a+ 2∆.
We apply this extension to experimental data in Fig. 4.6. Here WAl−p+ is measured as
a function of the line width after firing a for contact pitches between 100µm < p < 4mm.
We observe in Fig. 4.6 that the Al-p+ layer thickness is strongly dependent on both the
contact pitch p as well as the line width a in this case measured after firing. In the case of
large contact pitches p > 400µm an Al-p+ layer will only form for line widths after firing
a > 100µm. In contrast, for a contact pitch of p = 100µm an Al-p+ layer will already form
for line widths a > 40µm.
We now apply the extension of our kinetic model for contact formation to the data
in Fig. 4.6. The thickness of the Al paste was d = 35µm. We insert the ratio mAl/A
determined from Eqn. 4.21 into the analytical model for the Al-p+ layer thickness in Eqn.
4.15. This yields the dashed lines shown in Fig. 4.6 which are in excellent agreement to
the experimental data. Note, the fit of our model does not include any additional free fit
parameter.
Note, that we expect a similar extension to be applicable for point contacts. Rauer
et al. [48] demonstrated that the Al-p+ layer thickness of point contacts increases with
decreasing contact size. However, our extension is so far only applicable to line contacts.
4.3. Predictions of this model 55
Figure 4.6.: Local Al-p+ layer thickness WAl−p+ as a function of line width a after
firing (symbols). The analytical model in Eqn. 4.15 together with the extension
in Eqn. 4.21 describes the impact of the contact pitch p without free fit parameter
(lines).
4.2.2. Impact of peak firing temperature
We further validate the kinetic model in Eqn. 4.15 and its extension in Eqn. 4.21. For the
derivation of our model we assumed a rectangular shaped temperature profile (dashed line
in Fig. 4.1). This approximation is however very basic. We therefore test our approach at
two identical samples, fired at two different temperatures of 800◦C and 880◦C in Fig. 4.7.
Again, we measure the Al-p+ layer thickness WAl−p+ as a function of line contact width
a after firing. To describe the measured data we use the same model parameters as in Fig.
4.6. However, instead of F = 0.27 which is the equilibriuum Si concentration at 800◦C in
the phase diagram of Al and Si we use F = 0.34 to describe the data at 880◦C. Again
we observe an excellement agreement of the measured data and our kinetic model in Eqn.
4.15.
4.3. Predictions of this model
Now we use our model (Eqn. 4.15) and the extension (Eqn. 4.21) for a general interpre-
tation of local Al alloyed contact formation. For this purpose we analyse Eqn. 4.15 as a
function of the local contact geometry and the three main process parameters: The firing
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Figure 4.7.: Al-p+ layer thickness WAl−p+ as a function of line contact width a
after firing (symbols). Here we compare data from samples fired at 800◦C (closed
symbols) and 880◦C (open symbols). We explain the measured data again with the
model in Eqn. 4.15 and its extension in Eqn. 4.21 (800◦C dashed lines; 880◦C
dotted lines).
Table 4.1.: Overview of process parameters affecting contact formation in Eqn.
4.15
Quantity Description Affected by
F Si equlibriuum concentration Firing temperature
mAl Amount of Al Paste thickness and
contributing to the melt contact geometry
A interface area contact geometry
tfiring Time of firing step Belt speed
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Figure 4.8.: Al-p+ layer thickness as a function the line contact width a. Here the
impact of the peak firing temperature is demonstrated by comparing Tpeak = 750
◦C
(blue),800◦C (purple) and 850◦C (green).
temperature ϑpeak, the firing time tfiring and the paste thickness d. In Table 4.1 we link
those process parameters to the corresponding quanitities used in Eqn. 4.15.
Increasing for example the peak firing temperature Tpeak in Fig. 4.8 increases the maxi-
mum Al-p+ layer thickness WAl−p+ . A high peak firing temperature Tpeak allows for a high
equilibrium Si concentration F in Eqn. 4.15. For the parameter range chosen in Fig. 4.8 a
high F therefore translates into a thick Al-p+ layer. In the case of the small contact pitch
of p = 100µm we observe a decrease in WAl−p+ for contact widths a > 100µm. For such
geometrical arrangements of large contacts with little space in between the Si concentra-
tion at the end of the firing process approaches the equilibriuum Si concentration F and
with decreasing ratio mAl/A also the Al-p
+ layer thickness decreases.
Now we analyse the impact of the time of firing tfiring in Fig. 4.9. Here we observe
a significant increase in WAl−p+ with tfiring as well as a substantial change in the curve
shape. Increasing the firing time from tfiring = 10s to 15s shifts the optimum line width
a in terms of WAl−p+ to smaller line widths. Furthermore the smallest line width allowing
for the formation of an Al-p+ layer is smaller than a = 50µm for tfiring = 15s compared
to a = 75µm for tfiring = 10s when considering large contact pitches p > 400µm.
Printing a thinner layer of Al paste on to the solar cells results in an increase of the
Al-p+ layer thickness in Fig. 4.10. In the case of large contact pitches p > 400µm and a
thickness of the Al-paste of d = 60µm we even observe in Fig. 4.10 that no Al-p+ layer
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Figure 4.9.: Al-p+ layer thickness WAl−p+ as a function of the line contact width
a. We compare a firing time tfiring of 15s (green) with tfiring = 10s (purple).
Figure 4.10.: Al-p+ layer thickness WAl−p+ as a function of the line contact
width a. Here we analyze the impact of the Al paste thickness d = 30µm (green)
and 60µm (purple).
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will form for line widths smaller than 150µm. In the case of p = 100µm the optimum line
width as well as the smallest line width allowing for Al-p+ layer formation shift down to
smaller line widths considering a thinner Al-p+ layer.
From this analysis of the proposed model we are able to understand formation of local
Al-alloyed contacts in a more general way. We saw how the main process parameters:
local contact geometry, firing temperature ϑpeak, firing time tfiring and paste thickness d
affect the formation of the Al − p+ layer. The ratio mAl/A is mainly determined by the
contact geometry and paste thickness. This ratio however has a large impact on the Si
concentration at the end of the firing process as well as the overall Al-p+ layer thickness
in Eqn. 4.15. We find the following guideline for the impact of the processing parameters.
 The thickness d of the Al paste should be kept low to achieve a thick Al-p+ layer.
 The thickness of the Al-p+ layer shows an optimum as a function of the line width a.
For small line widths the interface area A of Al and Si remains small and therefore
also the Si concentration at the end of the firing process. However, in the case of
wide line openings the ratio mAl/A decreases which results in a decrease of WAl−p+ .
 A high peak firing temperature ϑpeak and a firing process with long firing time tfiring
result in a thick Al-p+ layer.
Note, however that any change in the firing conditions may affect the front contact
formation or the surface morphology of the rear contact [88]. We therefore recommend to
optimize paste thickness and the local contact geometry only.
4.4. Conclusion
Our quantitative model reproduces the measured impact of the point and line contact
size on the Al-p+ layer thickness. Our analytical approach is not intended to completely
describe the contact formation. In fact, it simplifies the complex interdependencies by
using physically justified assumptions. Following our explanation of the observed effects,
the Al-p+ layer thickness critically depends on the ratio mAl/A. Thus, the amount of Al
mAl which is contributing to the alloy as well as the interface area A of Si and Al are of
major importance.
This approach allows to determine the dissolution velocity of Si vdiss and the area where
alloying takes place represented by the length ∆ for a high temperature process with
a duration of several seconds only. We determine vdiss,points = 1.9µm/s for point and
vdiss,lines = 1.6µm/s for line contacts. The length ∆points = 120µm is larger for the point
contacts compared to ∆lines = 70µm for line contacts. As the reason for this result we
suppose the different symmetry of point and line contacts. This difference in symmetry
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influences the Si transport in the alloy when assuming diffusion as the relevant transport
mechanism. In a recent publication [89] a similar but more detailed model was proposed
where also diffusion is assumed to be the relevant transport mechanism.
An extension of the model considering the impact of the contact pitch was shown to
describe experimental data very well. We explain the effect using a limitation in the
area where alloying takes place. Hence, for small contact pitches these areas overlap and
therefore the mAl decreases.
5. Ablation of the dielectric layer
The alloying process for the formation of local Al alloyed contacts only occurs at the
interface between aluminum and silicon. Removing the dielectric layer between aluminum
and silicon before screen printing is therefore necessary for contact formation. Several
technologies for the removal of the dielectric layer exist. The following processes were
applied for the formation of local Al-p+ layers in the past:
 Al paste fire through
Here the Al paste is only locally printed [51, 52, 90]. Adopting the paste or the
dielectric layer the paste will fire through the dielectric layer. Since it is printed only
locally a local contact will form.
 Etching paste
An etching paste based on phosphoric acid [7, 49] is locally printed on the dielectric
layer [91]. During a thermal activation step the dielectric layer is etched away in the
areas where the etching paste has been printed. Finally a cleaning step is necessary
before printing of the Al paste.
 Laser ablation
Before screen printing of the Al paste the dielectric layer is locally ablated using ns,
ps or fs laser pulses. [44,49,53]
Most promising for industrial production in terms of process stability and cost is the
laser ablation process. We therefore analyse this process further.
5.1. Comparison of ps and ns laser processes
For laser ablation of dielectric layers ns lasers are attractive due to their low cost. However,
in comparison to ps lasers they demonstrated poorer performance in terms of recombination
when applied to highly doped layers [92]. According to Ref. [92] and [78] a severe damage is
introduced by ns laser pulses in the underlying Si during the ablation of a dielectric layer.
In comparison ps laser pulses are known to ablate the dielectric layer almost without
damage [73].
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As these investigations have been performed on diffused samples the situation may differ
significantly for Al alloyed contacts, where the laser treated area recieves a subsequent
thermal treatment. In the following we therefore compare ps and ns laser processes in
terms of recombination and analyse the contact formation process. We already published
parts of this work in Ref. [44].
5.1.1. Contact recombination
We measure the contact recombination following the technique presented in chapter 2 and
3. For this purpose we prepare samples following the process sequence presented in chapter
3. However, we perform a different laser ablation process as described in the following:
Single-sided laser contact openings (LCOs) on planar surfaces are obtained by local laser
ablation of the dielectric stack. We compare three different ablation processes at two laser
wavelengths:
 532nm, 10 ps long pulse length with a Gaussian beam profile (ps Laser) [92]
 355nm, 20 ns long pulse length with Gaussian beam profile (ns Laser 1) and
 532nm, 10 ns long pulse length with a flat-top beam profile (ns Laser 2) [93]
We realize openings of radius r and line contacts of line width a, by overlapping single
openings of 25µm radius using the ps laser, 15µm radius in the case of ns Laser 1 and
85µm radius for ns Laser 2. The laser defines 16 contact geometries on the samples, each
2.5× 2.5cm2 large. The geometries vary in contact pitch p with p > 500µm or contact size
(i.e. radius r or line width a). We use sample resistivities of 200Ωcm and 1.5Ωcm.
In Fig. 3.4 the point contact data exhibits a decrease in Scont with increasing contact
size, independent of the material resistivity and the laser used. In contrast, the Scont values
of the line contacts are smaller and nearly independent of the line width in the range 80 <
a < 300µm in Fig. 3.4. Comparing the contact recombination velocity for low resistivity
1.5Ωcm material with those values obtained on 200Ωcm material, a significantly higher
recombination velocity (around one order of magnitude) is found for the low resistivity
material. The lowest contact recombination velocity of Scont = 65cm/s is observed for line
contacts of width a = 250µm processed with the ps Laser on 200Ωcm material in Fig. 3.4.
In contrast, the contact reverse saturation current density J0,cont is lower on low resistivity
material. Values of J0,cont as low as 900fA/cm
2 are measured for line contacts on 1.5Ωcm
material in Fig. 3.4. These results obtained from Fig. 3.4 are in accordance to those in
chapter 3 independent of the laser used for the ablation process.
Furthermore, the contact recombination depends on the laser used for the LCOs. Lower
contact recombination is feasible with contacts opened with the ps Laser, compared to ns
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Figure 5.1.: Contact recombination velocity Scont and contact reverse saturation
current density J0,cont at point contacts (closed symbols) as a function of the con-
tact radius r and line contacts (open symbols) as a function of the line width a,
measured on wafers of 200Ωcm (left) and 1.5Ωcm resistivity(right). The lines are
guides to the eye. The thermal velocity equals the transport limit.
Laser 1 and 2 in Fig. 3.4. The two ns laser processes are compareable in terms of Scont.
They demonstrate up to one order of magnitude higher contact recombination velocities
Scont compared to the ps laser process. However, this difference is less pronounced in the
case of the 1.5Ωcm material.
5.1.2. Al-p+ layer thickness
In the previous section we observed a significant difference in the contact recombination
velocity Scont between the ns and ps laser processes. To give an explanation for this effect
we compare micrographs and SEM images of ps Laser and ns Laser 1 line contacts in Fig.
5.2.
We observe in the SEM images in Fig. 5.2 a thinner Al-p+ layer at the ns Laser 1
contacts compared to the ps laser contacts. Furthermore the contact formation is rather
inhomogeneous with valleys and peaks of the Al-p+ layer. Especially in the peak and valley
regions the Al-p+ layer thickness is strongly reduced.
From the SEM images we determine WAl−p+ as described in chapter 3 by measuring the
cross sectional area of the Al-p+ layer and dividing it by the contact width. We measure a
mean Al-p+ layer thickness of WAl−p+ = 1.4µm at ns Laser 1 contact and WAl−p+ = 4.8µm
at the ps Laser contact. We consider the reduced thickness of the Al-p+ layer as the cause
for an increased contact recombination according to the correlation of Scont and WAl−p+
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Figure 5.2.: SEM image of a ps laser (left) and ns laser 1 (right) line contact of
line width a = 150µm. In the upper left, a micrograph of the contact before screen
printing demonstrates the different quality of the ps laser and ns laser 1 process.
found in chapter 3.
The optical microscopic images in the upper left corner in Fig. 5.2 may give an expla-
nation for the reduced Al-p+ layer thickness at the ns Laser contacts. We find low quality
LCOs with no overlap at the ns Laser 1 line contact. Hence, the alloying process takes
place independently at each single point contact. Remains of the dielectric layer probably
prevent Si to dissolve in the Al melt between the single LCOs. Additionally cavities form,
which are found to result in a thinner local Al-p+ layer. In contrast, at the ps Laser contact
the alloying process takes place homogeneously over the whole laser ablated area. As a
result a continuous Al-p+ layer forms due to high quality and well overlapping LCOs.
In contrast to ps laser pulses, the relatively long ns laser pulses will affect the underlying
silicon through heat dissipation in a depth of several µm [92] and defects are introduced
in the Si bulk. However, while firing the sample, the Si dissolves into the Al melt. During
cooling the liquid Si precipitates and grows defect free onto the Si substrate. A comparison
of internal quantum efficiency (IQE) measurements of PERC cells comprising local Al
alloyed contacts opened with UV ns laser and etching paste [53] demonstrated the general
applicability of ns Lasers for local Al alloyed contacts. We therefore study ns laser ablation
further in the next section.
Furthermore we find Si particles around the LCOs in the micrograph of the ns laser 1
contact. These particles increase the roughness of the surface. As a result of the surface
roughness the Al melt may not be able to sufficiently wet the surface during contact
formation [13] leading to thin Al-p+ layers. We believe this is the main reason for the
ineffective formation of the Al-p+ layer. Therefore we introduce an additional KOH etching
step in the next section to remove those particles.
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Figure 5.3.: SEM images of a ps laser line contact (left), a ns laser line contact
(middle) and a ns laser line contact with KOH etch (right). The insets show
micrographs of the contacts before screen printing of the Al paste.
5.2. Introducing an additional KOH etch
From the results in the previous section we developed the idea to combine the ns laser
process with a subsequent KOH etching step. This etching step will provide a clean and
smooth surface in the areas of LCOs. The basic idea is that remains of molten Si in-
crease the surface roughness which makes wetting of the surface by Al paste impossible.
Insufficient surface wetting might also explain the formation of cavities. This idea is in
coincidence with the observations of Fischer [13]. He assumed that the cavities observed at
the pyramid tips were due to insufficient surface wetting in the case of very small contacts.
5.2.1. Process optimization
For the ns laser ablation process we use ns laser 1, which has been introduced in section
5.1. However, by applying an improved optical setup we achieve with the same laser a
focus of only 6µm diameter. This small laser focus is advantageous when aiming at very
small structure sizes of our contacts. After ns laser ablation we apply an etch of 50 % KOH
at 70◦C.
In Fig. 5.3 we compare SEM images and micrographs of a ps laser process (left), the
ns laser process without KOH etch (middle) and the ns laser process with KOH etch. We
observe no difference between the ps and ns laser process with KOH etch in the SEM images
in Fig. 5.3. This demonstrates the excellent contact formation using a ns laser and KOH
etch. We observe in the micrograph of the ns laser 1 process after KOH etch remains of the
dielectric layer in between LCOs. However, the excellent contact formation applying the
KOH step also proves that these remains do not necessarily hamper the contact formation.
Without the KOH etch step the contact formation is rather inhomogeneous at the ns
laser contacts. The Al-p+ layer thickness is even further reduced compared to the ns laser
1 process with the larger laser beam focus in Fig. 5.2. We explain this effect with an
increase in surface roughness due to the high amount of valleys in the Si material as a
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Figure 5.4.: Micrographs of line openings of width a = 80µm. The dielectric
layer was ablated using a ps laser and a ns laser. The ns laser pulse energy was
varied between 1 and 12µJ .
result of the ns laser ablation using the 6µm beam diameter.
After we demonstrated the general applicability of our process in Fig. 5.3 we first outline
the optimization of our etch process.
Laser pulse energy
To implement the ns laser ablation with a subsequent etch in KOH solution, we start
with analysing the impact of the laser pulse energy on the laser ablation process. For this
purpose we apply line LCOs with a width of 80µm using a ps laser and the ns laser 1
with the 6µm laser focus. Experimental details of the sample preparation are described in
chapter 3. For the ns laser ablation we use pulse energies between 1 and 12 µJ per pulse.
Micrographs of the samples after laser ablation shown in Fig. 5.4 demonstrate the high
quality laser ablation of the ps laser process. Considering the ns laser ablation process we
observe an increasing deformation of the sample surface with increasing pulse energy. To
keep the impact of the ns laser processing as low as possible and to guarantee a stable laser
pulse energy we decided to use a laser pulse energy of 1.5 µJ in the following investigations.
KOH etching time
In the next step we applied a KOH etch after the laser ablation. For solar cell application
we need to consider not to deteriorate the passivation quality of the dielectric layer. We
therefore chose an etching bath of 50 % KOH with a relatively low temperature of 70◦C. A
similar solution has been already used by Mangersnes et al. [78] to remove ns laser damage
after ablating a similar dielectric layer.
The KOH solution will however not only remove Si particles distributed by the ablation
process, but will also etch the solid Si. With increasing etching time the more Si will
dissolute and also the process cost will increase. For this purpose we study the contact
formation as a function of the etching time to find the shortest possible etching time in
Fig. 5.5. We determine the corresponding etch depth by gravimetry.
The etching time has been variied between 5 min and 30 min, which resulted in etch
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Figure 5.5.: SEM images of ns laser contacts with KOH etch. The etching time
has been variied between 5 min and 30 min, which resulted in etch depths between
2.5 and 10 µm. The images show contacts after contact formation (upper row)
and prior to screen printing of the Al paste (lower row). The images demonstrate
how solid Si is solved during etching with KOH which has only minor impact on
the contact formation.
depths between 2.5 and 10 µm. By comparing the SEM images of the contacts (upper
row) in Fig. 5.5 we observe no significant difference for the different etching times. In the
lower row SEM images demonstrate the contact shape before screen printing.
Due to the KOH etch pyramids form as a result of the preferred etching in (111) crystal
orientation [13, 14]. With increasing etch time these pyramids enlarge and grow toegther
in the case of very long etch times. However this has no impact on the contact formation
process. We therefore use in the following an etch time of 5 mins only which equals an
etch of 2.5µm Si. However, also shorter etching times might be applicable.
5.2.2. Comparison of ps and ns laser process with subsequent KOH
etch
In the previous section we found that ns laser ablation processes are suitable for application
to local Al alloyed contacts when combined with a KOH etch after laser treatment. This
allows to use the ns laser process as an alternative to the ps laser process. Therefore
we now evaluate the ns laser process in combination with KOH etch in terms of contact
recombination by comparison to the ps laser process.
We prepare samples of 1.5Ωcm resistivity passivated on both sides following the proce-
dure described in section 3.1. By overlapping of single LCOs using a ps and a ns laser we
create line openings on the rear side of those samples. We apply lines of different pitch
with a line width a = 80µm. First, the ns laser process is applied with a subsequent etch
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Figure 5.6.: Dynamic ILM lifetime image of a 1.5Ωcm sample with local line
contacts of width a = 80µm but different pitch p. Applying a ns laser process with
KOH etch (Scont = 10
3cm/s) and a ps laser process (Scont = 3×103cm/s) we find
an improvement in the contact recombination velocity Scont applying the ns laser
process with KOH etch.
in KOH. Then the ps laser process is applied to the remaining areas of the wafer.
We now measure measure the recombination properties of the ps and ns laser line open-
ings. For this purpose we conduct dynamically calibrated steady-state ILM measurements
in Fig. 5.6 as explained in chapter 2. Since equal contact geometries but different laser
processes are side by side in Fig. 5.6 already a qualitative comparison of both processes
can be done. Surprisingly we find higher lifetime values in the areas processed with the
ns laser and additional KOH etch. This impressive result already confirms a lower contact
recombination at the ns laser processed contacts, compared to those processed with the ps
laser.
We evaluate the contact recombination velocity Scont from the lifetime measurement in
Fig. 5.6 using the procedure described in chapter 3. The result confirms that the contact
recombination at the ns laser contacts with Scont = 10
3cm/s is lower compared to the one
at ps laser contacts with Scont = 3× 103cm/s. Note that the contact recombination of the
ps laser contact is slightly higher compared to the results obtained in chapter 3. This may
be the result of a difference in Al paste or its thickness in both experiments.
We attribute the reduction in contact recombination at ns laser processed contacts with
additional KOH etch to a slight increase in the Al-p+ layer thickness WAl−p+. We measure
in Fig. 5.3 at the ps laser processed contacts WAl−p+ = 2.3µm. However, in the case




In this chapter we compare two laser ablation processes with respect to their impact on the
formation of local Al-alloyed contacts. The ps laser process demonstrated approximately
one order of magnitude lower contact recombination velocities, compared to two ns laser
processes. We identified the thinner Al-p+ layer at the ns laser contacts as the origin of
this effect. The thin Al-p+ layer is the result of an inhomogenous contact formation with
valleys and peaks of the Al-p+ layer. We assume that the high surface roughness due to
remains of molten Si after the laser ablation process hampers surface wetting of the alloy
causing the inhomgenous contact formation.
We therefore introduce a KOH etch with 50 % KOH at 70◦C after the ns laser ablation
process to reduce the surface roughness. This process sequence delivers a good contact
formation in a wide range of ns laser pulse energies and KOH etching times. The general
applicability of this process has also been shown by Du et al. [94]. They applied a 10 %
KOH subsequent to ps and ns laser ablation. Performing the additional KOH etch they
could significantly improve the efficiency of solar cells processed with the ns laser. We
were able to demonstrate a reduction in contact recombination velocity using the ns laser
process with KOH etch resulting in Scont = 10
3cm/s compared to the ps laser process
resulting in Scont = 3× 103cm/s.

6. Simulation of silicon solar cells with
local Aluminum alloyed base contacts
The performance optimization of solar cells comprising a locally contacted rear surface is a
trade-off between rear surface recombination losses and resistive losses [21–23]. Considering
local Al alloyed contacts formed by screen printing an additional challenge arises from
the significant impact of the processing conditions on the contact properties which were
described in the previous chapters.
In chapter 4 we developed an analytical model to describe the Al-p+ layer thickness
as a function of the processing conditions, i.e. contact geometry and firing conditions.
Additionally we found in chapter 5 a significant impact of the laser process used for the
local contact opening on the contact recombination. The specific contact resistance ρc of
local Al-alloyed contacts measured on solar cells was found to be large independent of the
actual contact geometry [95,96].
The aim of this chapter is to integrate these properties of local Al alloyed contacts into a
device simulation. We therefore developed an analytical spreadsheet calculator [97] which
is able to find the optimum contact geometry based on experimental parameterizations and
analytical models. For this purpose we extended an optimization tool for the rear contact
geometry of solar cells introduced by Wolf et al. [20].
An analytical model does not consider the complete physics in a solar cell. Using
numerical simulations solar cells with local Al alloyed contacts were simulated in the
past [55,98,99]. However, in the frame of the multiple interdependencies of the processing
parameters we think an easy to use and fast analytical simulation based on experimentally
verified input parameters is a more suitable solution for practical applications in the case
of local Al alloyed contacts.
6.1. Device Model
Instead of sophisticated numerical simulations we apply for our simulations an analytical
model, which is based on the approach of Wolf et al. [20]. This model employs a description
of the solar cell current-voltage characteristics with the 2-diode model, where the current
density
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Figure 6.1.: Schematic of the device optimization process. Models and parame-
terizations valid for Al-alloyed base contacts are employed in an analytical spread-
sheet calculator.






















is expressed as a function of the junction voltage V and the thermal voltage Vth =
25.73mV at a temperature of 25◦C. Here JPh is the photogenerated current density; J01
and J02 are the first and second diode reverse saturation current densities. Rs and Rp
denote the series and parallel resistance of the solar cell.
The 2-diode model is implemented in an analytical spreadsheet calculator. Since Eqn.
6.1 is an implicit function of the current density J , an iteration loop is used to calculate the
open circuit voltage VOC , the short circuit current density JSC and the maximum power
point (Jmpp,Vmpp). From these parameters fill factor FF and power conversion efficiency η
are determined.
The schematic in Fig. 6.1 illustrates our approach. The parameters JPh, J01, J02, Rs, and
Rp in the 2-diode model are calculated from a set of analytical models and experimentally
verified parameterizations according to Ref. [20]. We only sketch here the main calculations
which are performed in this model. To determine recombination in the locally contacted
base the Fischer model [17] is used, which was introduced in chapter 2. Together with
the bulk diffusion length L the effective diffusion lenght Leff in the base follows. From
this calculation J01 and JPh are determined dependent on the local contact geometry and
the optical properties of the structure. For the calculation of JPh a parameterization of
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Fischer [17] is used, where a measured reflection spectrum is used to calculate the generated
current density Jgen. We consider the impact of the local contact arrangement also for the
calculation of the base series resistance, using analytical approximations for point [66] and
line contact [67] layouts.
As an extension to the original model in Ref. [20] we consider the impact of the pro-
cessing conditions to the local Al alloyed contact formation by implementing calculations
of the contact resistance RC and contact recombination velocity Scont. Furthermore we
consider the contact geometry dependent rear reflectance and consider its impact on the
photogenerated current density JPh. We explain these extensions in more detail in the
following sections.
6.1.1. Contact recombination
In chapter 3 we found a clear correlation between the contact recombination velocity Scont
and the mean thickness of the Al-p+ layer WAl−p+ . This allows us to calculate Scont from
WAl−p+ using our kinetic model of the contact formation process which was presented in
chapter 4.
We determined Scont as a function of WAl−p+ in chapter 3, however in a tedious procedure
using numerical simulations with PC1D. Since we are aiming for an analytic simulation of








of local Al-alloyed contacts with a simple analytic equation from Ref. [33]. Here LAl−p+
is the diffusion length of minority charge carriers in the Al-p+ layer. Note, that Eqn. 6.2
has been derived for the case of homogenous doping and homogenous material properties.
Godlewski et al. [33] calculated Scont from material properties, such as doping or diffusion
coefficients. We rather use the parameter Smin in Eqn. 6.2 as proportionality factor instead
of the material properties. This approach allows
 neglecting the inhomogenous doping profile of the Al-p+ which was discussed in
chapter 1 and
 considering the impact of the laser process on contact recombination, which we anal-
ysed in chapter 5.
As a result Smin defines the lowest possible Scont value in Eqn. 6.2. We determine Smin
experimentally by measuring the contact recombination velocity Scont as a function of the
Al-p+ layer thickness employing the procedure presented in chapter 3. Smin follows in Fig.
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Figure 6.2.: Contact recombination velocity Scont as a function of Al-p
+ layer
thickness WAl−p+. We determine for the ps laser process (blue squares) Smin,ps =
300cm/s and for the ns laser process without KOH etch (pink triangle up)
Smin,ns = 500cm/s in Eqn. 6.2. The ns laser process with KOH etch (green
circles) has been performed in a different experiment and is therefore excluded
from the analysis of Smin
6.2 from a fit of Eqn. 6.2 to the experimental data. Here the ps laser data is taken from
chapter 3 and the ns laser data is taken from chapter 5.
To account for the significant impact of the laser ablation process on Scont, we determine
Smin for different laser ablation processes. For this purpose we prepare samples on 1.5Ωcm
FZ material using the following three laser ablation processes:
 ps laser ablation
 ns laser ablation
 ns laser ablation with subsequent KOH dip as presented in chapter 5
From the experimental data in Fig. 6.2 we determine Smin,ns = 500cm/s in the case of
the ns laser process without additional KOH etch and Smin,ps = 300cm/s for the ps laser
process. The data obtained for the ns laser ablation process with additional KOH etch can
be described by either Smin,ps = 300cm/s or Smin,ns = 500cm/s.
Note, that the samples of the ns laser process with KOH etch were fabricated in a
different experiment than the samples of the ps laser and ns laser process without KOH
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etch. This may explain that in Fig. 6.2 the contact recombination is higher at ns laser
contact with KOH etch compared to the ps laser process. For compareable contacts we
found in chapter 5 a reduced contact recombination at the ns laser processed contacts with
additional KOH etch compared to the ps laser processed contacts.
6.1.2. Base series resistance
The series resistance of screen-printed solar cells with local Al-alloyed contacts has been
analyzed [95] for line contact arrangements of varying pitch p and line width a. These
results demonstrated a remarkably high specific contact resistance ρC = 55mΩcm
2 of local
Al-alloyed contacts.
Urrejola et al. [100] found a significantly lower specific contact resistance of 9−17mΩcm2
dependent on the local contact geometry. However, they applied local screen-printing of
Al paste which may affect the contact formation. Other publications [96] confirmed the
results obtained by Gatz et al. [95].
Using ρC = 55mΩcm
2 together with an analytical model for the geometry dependent
spreading resistance Rspread in the base for point [66] and line contacts [67] we are able to
calculate the base series resistance




Here, the rear metallization fraction f is for line contacts calculated as f = a/p and for
point contacts as f = pir2/p2, with r denoting the point radius.
6.1.3. Optics
We measure the reflectance R of screen-printed Si solar cells as a function of the rear met-
allization fraction f . The results shown in Fig. 6.3 demonstrate the impact of f in the long
wavelength range, where the optical properties of the cell rear dominate. Analyzing R(λ)
with a model introduced by Brendel et al. [101] we extract values for the rear reflectance
Rb and the lambertian factor Λ as shown in the inset of Fig. 6.3.
Based on these parameters we calculate the generation profile g(λ, z) as a function of






is then calculated considering an illuminating photon flux ΦAM1.5 corresponding to the
AM1.5 spectrum. Aiming for a parameterization of Jgen as a function of the rear met-
allization fraction f , we approximate the obtained cumulated generated current density
by
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Figure 6.3.: Reflectance R measured at fully screen printed Si solar cells with
rear line contacts. For each metallization fraction f we determine the lambertian
factor Λ and the rear reflectance Rb.
Jgen(z) = (1−M)[Jgen,front + Jgen,exp1
(




using a parameterization introduced by Fischer et al. [17]. This parameterization is a
linear combination of four terms considering generation at the front surface (z=0) with
Jgen,front. With Jgen,exp,1 and Jgen,exp,2 an exponentially decreasing generation is accounted
for with an absorption length L1 = 4µm and L2 = 25µm, respectively. The parameter
Jgen,hom describes homogenous generation due to weakly absorbed near infrared light. The
factor (1−M) accounts for shading by the front metallization grid.
The applicability of this approach is demonstrated in Fig. 6.4. Here Jgen,front, Jgen,exp1,
Jgen,exp2 and Jgen,hom are chosen to describe the cumulated generation current density of
the solar cell with f = 3.5% in Fig. 6.3.
Independent of the rear metallization fraction f we obtain Jgen,front = 7.5mA/cm
2,
Jgen,exp,1 = 18.2mA/cm
2, Jgen,exp,2 = 10.2mA/cm
2 for each of the solar cells. Only the
homogenous generation described by Jgen,hom depends on the rear contact design as shown
in Fig. 6.5. We describe Jgen,hom(f) using a linear approach:
Jgen,hom = −3
4
mA/cm2 × f + Jgen,hom,f=0 (6.6)
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Figure 6.4.: Generated current density Jgen as a function of the depth z. The
solid line represents the cumulated generation current calculated from the re-
flectance curve of the cell with f = 3.5% shown in Fig. 6.3. Using Fischers
parameterization we are able to describe Jgen(z) using Jgen,front, Jgen,exp1,Jgen,exp2
and Jgen,hom.
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Figure 6.5.: The parameter Jgen,hom describing homogenous generation of free
charge carriers over the sample thickness is a linear function of the rear metal-
lization fraction f in Eqn. 6.6. The data is calculated from the reflectance spectra
in Fig. 6.3
Here Jgen,hom,f=0 denotes the homogenous generation current density in the case when no
rear contacts would have been applied. The fact that Jgen,front, Jgen,exp,1 and Jgen,exp,2 are
independent of f can be understood from the analysis of the reflectance data shown in Fig.
6.3. Only the long wavelength reflectance is affected by the rear metallization fraction f .
Since long wavelength light is weakly absorbed in silicon, it results in a homogeneous gen-
eration. Using the parameters obtained by describing Jgen(z), we calculate JPh according
to Ref. [20].
6.2. Simulation results
In the previous section we explained our simulation model and the extensions necessary
for the simulation of Aluminum alloyed contacts. Now, we employ our model to study
the application of Aluminum alloyed contacts to solar cells. For this reason we study in
the following the impact of parameters which influence contact recombination on solar
cell performance. The impact of the optical properties and contact resistance is further
analyzed in the appendix chapter B.
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Table 6.1.: Input parameters of the device model
Parameter Value Description
J0e 250fA/cm
2 Front emitter saturation current density
J02 8nA/cm
2 2nd diode reverse saturation current density
Rs,front 0.55Ωcm
2 Lumped front series resistance
Rp 10kΩcm
2 Parallel resistance
Spass 30cm/s Rear surface recombination velocity
in the passivated regions
Rsh 60Ω/ Emitter sheet resistance
γinj 1 Injection factor yielding the SRV
at short circuit conditions
M 5% Fraction of front surface
shaded by contact grid
∆Jsc,emitter 0.5mA/cm
2 Short circuit current density loss
due to emitter recombination
6.2.1. Comparison with literature cell data
For a verification of our simulations we compare it to solar cell efficiencies η and fill factors
FF , which have been recently reported in the literature [95]. For this purpose we perform
simulations using device properties similar to the configuration reported in Ref. [95]. We
simulate Czochralski (Cz) grown Si as base material with a thickness of 160µm and a
base resistivity of 2Ωcm. The bulk lifetime of τBulk = 800µs is related to the state after
deactivation of the B-O defect [102,103]. We assume a thickness of the Al paste of d = 35µm
and a firing step at a temperature of 800◦C with a length of 10s. This defines the Al-p+
layer thickness in our kinetic model of contact formation (see chapter 4). The rear contacts
in Ref. [95] and our simulations are arranged in lines of width a = 125µm. For the ablation
of the dielectric layer we considered the ps laser process unless otherwise stated defining
Smin = 300cm/s. The most relevant input parameters of the simulation are summarized
in Table I.
As shown in Fig. 6.6, all solar cell efficiencies and fill factors of Ref. [95] are reported as
a function of the line contact spacing p. Since no uncertainty was reported we presume an
uncertainty in the efficiency η of 0.3%abs and in fill factor FF of 0.5%abs in accordance to
typical uncertainty ranges given in calibration sheets.
The impact of the contact pitch p is well described by the simulations as can be seen from
Fig. 6.6. The decrease in efficiency for large contact spacings is a result of the decrease
in FF . The short circuit current density Jsc and open circuit voltage VOC (not shown)
are saturating for p > 1mm. The decrease in FF is due to further lateral transport of
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Figure 6.6.: Simulated power conversion efficiency η (blue dashed line) and fill
factor FF (red dashed line) using the parameters in table 6.1 compared with lit-
erature cell efficiencies (blue circles) and fill factors (red squares) from Ref. [95].
We presume an uncertainty in the measured data of 0.3%abs in η and of 0.5%abs
in FF .
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Figure 6.7.: Simulated efficiency η as a function of the contact spacing p. Line
contacts are simulated with a rear metallization fraction of f = 10% (blue dash
dotted line), 20% (red dashed line) and 40% with (green solid line) and without
the extension in Eqn. 4.21 (green dotted line). Point contacts are simulated with
f = 20% (red open circles).
majority carriers inside the base to the rear contacts with increasing pitch, which increases
the base series resistance.
6.2.2. Point or line contacts?
After demonstrating the reliability of the model, we aim at a determination of the optimum
rear metallization fraction and study the general difference between point and line contacts.
For this purpose we simulate the energy conversion η as a function of the contact spacing
p, while keeping the rear metallization fraction constant at f = 10, 20 and 40%.
Point contacts are simulated only for pitches p > 700µm, since an increase in the Al-
p+ layer thickness is expected [48] for smaller contact pitches. As a consequence one
would need to consider the impact of p on the contact formation for point contacts with
p < 700µm. We consider the impact of the contact pitch p on contact formation in an
extension of our kinetic model (see chapter 4). However, the extension is only valid for
line contacts and no corresponding equation for point contacts has been derived yet.
In Fig. 6.7 we determine a maximum in the energy conversion efficiency of η = 19.2% at
a metallization fraction of fopt = 20%. This efficiency can be achieved over a wide range
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of point and line contact spacings between p between 1− 2mm. A comparison of the point
and line contact data at f = 20%, demonstrates the equality of the two geometries in terms
of power conversion efficiency. This is an important result since contact formation at point
and line contacts differs significantly according to our findings in chapter 2. However, in
terms of contact recombination both point and line contacts are equal in this case.
The optimum metallization of fopt = 20% for local Aluminum alloyed contacts is rela-
tively high. For other types of contacts, i.e. evaporated contacts usually values below 5%
are reported [20,70]. We will examine the reason for the high fopt later in this section.
As shown in Fig. 6.7 η decreases with decreasing pitch p for metallization fractions of
f = 10 and 20%. This is a consequence of small Al-p+ layer thicknesses WAl−p+ occurring
in the case of small line contact widths and small f . For f = 40% we find the same trend
with decreasing p (green dotted line).
In chapter 4 we introduced an extension of our kinetic model for contact formation
allowing for a description of the impact of contact spacing. Taking into account this
extension (green solid line) η stays rather high for small p. Hence, using local Aluminum
alloyed contacts allows for the application of small contact pitches in the case of high
metallization fractions (in this case f = 40%).
6.2.3. Comparison of local Al alloyed contacts opened with the ps and
ns laser
In chapter 5 we found a significant impact of the laser process used for the ablation of
the dielectric layer. For this purpose we used in Eqn. 6.2 the parameter Smin describing
the contact recombination velocity Scont in the case of infinitely thick Al-p
+ layers. This
allowed us to consider the impact of the laser process in our simulation model.
We determined Smin in Fig. 6.2 for two different laser processes. We obtained Smin =
300cm/s in the case of the ps laser process and 500cm/s for the ns laser process.
We now investigate the impact of Smin on solar cell performance in Fig. 6.8. For this
purpose we simulate the efficiency as a function of the contact spacing p for the optimum
metallization fraction of f = 20%. The higher quality of the ps laser contacts results
in an efficiency gain of approximately 0.2%abs compared to the ns laser contacts. This
result confirms our understanding that lowest contact recombination is necessary for highly
efficient locally contacted solar cells.
6.2.4. Impact of contact resistance
The specific contact resistance ρC = 55mΩcm
2 reported for local Al alloyed contacts [95]
is the reason for relatively low fill factors measured on solar cells. Lower contact resistance
values may be achieved by optimizing the Al paste used for screen printing. We analyze
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Figure 6.8.: Demonstrating the impact of Smin on solar cell efficiency for the
case of a ps laser process (Smin,ps = 300cm/s, pink dotted line)) and a ns laser
process (Smin,ns = 500cm/s, blue dashed line).
the impact of lowered specific contact resistances ρC of local Al alloyed contacts on the
efficiency and the optimum pitch.
The simulations performed for specific contact resistances ρC = 15, 35 and 55mΩcm
2
are shown in Fig. 6.9. We observe a significant increase in efficiency of 0.3%abs between
the two extreme specific contact resistances ρC = 15 and 55mΩcm
2. Furthermore the
optimal pitch for highest efficiencies is dependent on ρC . For ρC = 55mΩcm
2 the optimal
pitch is 650µm (f = 19%), whereas for ρC = 15mΩcm
2 we calculate an optimal pitch of
1050µm (f = 12%). This result indicates a strong limitation of the efficiency due to the
high contact resistance of local Aluminum alloyed contacts.
6.3. Conclusion
In this chapter we introduce a comprehensive analytical model for the simulation of screen
printed solar cells comprising local Al-alloyed rear contacts for device optimization. For
this purpose we consider the impact of the processing conditions on the formation of those
contacts and their influence on solar cell performance. Furthermore we include in the
simulations an optical model which accounts for the dependence of the rear reflectance on
the rear metallization fraction.
Our simulations reproduce literature cell data in terms of the power conversion efficiency
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Figure 6.9.: Power conversion efficiency η simulated as a function of the line
contact spacing p. We simulated η using specific contact resistances of ρC = 55
(red long dashed line), 35 (blue dashed dotted line) and 15 mΩcm2 (pink short
dashed line). The black dotted line indicates the change in optimal pitch.
η and FF as a function of the line contact spacing. Our results demonstrate optimum
efficiency of point and line contacts at a metallization fraction of f = 20%. This result is in
agreement with the contact geometries used for record solar cells at ISFH [9]. Furthermore
we observe for line contacts arranged with f = 40% only a small drop in efficiency of
0.4%abs when decreasing the contact pitch p below 300µm. Comparing the ps laser and
ns laser process without KOH etch we observe a 0.2%abs higher efficiency at the ps laser
contacts. We identify the high contact resistance as a limiting factor for the fill factor in
solar cells with local Al alloyed contacts.
7. Summary
In this work we investigated the properties of local Al alloyed contacts to silicon. The very
low recombination of minority charge carriers at such contacts and the simplicity of the
manufacturing process makes them ideal candidates for mass production of silicon solar
cells. At first we gave a short introduction into the concept of local contacts to silicon solar
cells and an explanation of the reduced recombination at local Al alloyed contacts due to
the formation of highly aluminum doped (Al-p+) layers.
We measure contact recombination using a combination of both: a) a spatially resolved
charge carrier lifetime measurement using the dynamic Infrared Lifetime Mapping (ILM)
technique and b) an analytical model allowing for the separation of recombination in the
passivated and contacted region of a sample. For this purpose we apply the Fischer model,
which is an approximation of the three dimensional charge carrier transport in a locally
contacted sample only. Using a simplification of the Fischer model we identified possi-
ble restrictions when measuring the contact recombination velocity Scont. In the case of
diffusion limited transport a correct determination of Scont is not possible.
We test our measurement technique for the local contact recombination at local contacts
formed by laser ablation of a dielectric stack and subsequent evaporation of Al (LCO). We
measure local reverse saturation current densities as low as J0,cont = 2 × 103fA/cm2 at
those contacts. Furthermore laser fired contacts (LFCs) were applied to the same dielectric
stack of passivation. We observe no difference in J0,cont between LCO and LFC which is
in contrast to the general believe that recombination at LFCs is reduced due to a highly
doped layer underneath the contacts. Our results indicate degradation of the passivation
stack due to laser treatment in the vicinity of the LCO and LFC.
At local Al alloyed contacts we determine contact reverse saturation current densities
as low as J0,cont = 9× 102 fA/cm2 on 1.5 Ωcm p-type float-zone (FZ) silicon. This result
verifies the assumption of very low recombination at local Al-alloyed contacts. When
compared to recombination at LCO and LFC we measure at least one order of magnitude
lower J0 values at samples of a similar resistivity. From scanning electron microscopy
(SEM) images we find reduced recombination as a result of more than 1 µm thick Al-
p+ layers. Analyzing the contact formation process as a function of the contact size and
layout we show that point contact radii r > 100 µm and line contact widths a > 80 µm
are appropriate for lowest contact recombination. In the case of smaller contact widths the
Al-p+ layer is not thick enough to prevent minority charge carrier recombination.
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In order to understand the correlation of Al-p+ layer thickness and local contact ge-
ometry, we analyze the contact formation process further. Using quantitative yet simple
analytical modeling, the time-dependent silicon concentration cSi in the Al melt is de-
scribed by elementary differential equations. From these calculations we determine the
Al-p+ layer thickness WAl−p+ and find excellent agreement with experimental data. In
contrast to the formation of full area Al-p+ layers we find that cSi may be smaller than
the equilibrium concentration in the phase diagram at the end of the firing process. This
is the result of the process dynamics such as the dissolution rate of solid silicon and the
transport of silicon in the Al melt. Implementing the impact of the rear contact spacing p
on WAl−p+ in our model, we achieve excellent agreement with experimental data.
We compare ps and ns laser ablation processes used to create local Al alloyed contacts.
At the contacts processed with ns laser pulses we observe one order of magnitude higer J0
values. A strong inhomogeniety of the contact formation process and thus WAl−p+ were
interpreted as a result of the strong surface roughness after ns laser ablation. Introducing
a short KOH etch after laser ablation reduces surface roughness and results in compareable
properties of ns and ps laser process in terms of recombination and contact formation.
Finally we apply our findings to simulations of silicon solar cells to indentify the poten-
tial of local Al alloyed contacts. For this purpose we extend an optimization tool for the
rear contact geometry of solar cells introduced by Wolf et al. with experimentally verified
parameterizations of the recombination, series resistance and the rear contact fraction de-
pendent rear reflectance at local Al alloyed contacts. Our study reveals equal performance
of point and line rear contact layouts with an optimum metallization fraction of 20 % on
2 Ωcm p-type Czochralski grown silicon.
In contrast to the simplicity in fabrication understanding of local Al alloyed contacts is
rather complex. The multiple interdependencies of processing parameters, such as contact
geometry, paste composition or firing conditions lead to a broad range of possibilities to
manipulate such contacts. This makes it even more important to describe the contact
formation of local Al alloyed contacts in a quantitative and basic way to ensure optimum
performance of silicon solar cells.
In future research further analysis of the contact formation process may be performed
to understand and optimize the properties of local Al-alloyed contacts. Investigating the
impact of surface roughness further may help to establish a ns laser ablation process al-
lowing for low contact recombination without KOH etch and to avoid cavity formation.
Furthermore it would be interesting to study innovative rear contact geometries for op-
timum device performance considering the impact of the local contact geometry on the
contact formation. Using Al paste containing Si demonstrated interesting results when ap-
plied to solar cells. However, a deeper understanding of the underlying mechanisms might
be helpful.
A. Comparison of Fischer model and
numerical simulations
The Fischer model as introduced in chapter 2 is an analytic approximation of the charge
carrier transport in a locally contacted sample [17]. We validate this approximation by
performing numerical simulations. For this purpose we employ finite element simulations
using the tool Comsol [104].
In our simulation we solve the diffusion equation
∇2n(r)− n(r)/L+G(r)/D = 0 (A.1)
in the solar cell base for one specific sample configuration. Here D denotes the minority
charge carrier diffusion coefficient. The bulk diffusion length L =
√
Dτbulk is related to the
bulk lifetime τbulk. The surface recombination velocities at the front (Sfront) and at the
rear interface (Spass as well as Scont) act as boundary conditions for Eqn. A.1.
Using the solution of the diffusion equation we derive the minority charge carrier dis-






from the equality of generation rate G and recombination rate ∆n/τeff in steady state
conditions. From the effective charge carrier lifetime τeff we evaluate the effective rear
surface recombination velocity Seff,rear with Eqn. 2.5 allowing for a comparison of Fischer’s
model and our simulation.
In the simulation we consider absorption of the incident light to calculate the depth
dependent generation rate of charge carriers. For this purpose we use the absorption law
of Lambert-Beer, where the incident light intensity
I = I0exp
−αz (A.3)
is decreasing with increasing depth z. We chose a wavelength of 930nm for the incident
light corresponding to an absorption length of α = 210cm−1. The chosen wavelength allows
to compare our simulation with the dynamic ILM technique. This lifetime measurement
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Figure A.1.: Excess charge carrier distribution ∆n in point contacted samples
with pitch psmall = 100µm (left - scale from 10
14 to 5 × 1014cm−3) and plarge =
1mm (right - scale from 4×1015 to 8×1015cm−3). Displayed is only the simulated
unit cell. ∆n is strongly reduced in the area of the local contacts.
technique is detailed explained in section 2.2.
We simulate a sample with equally spaced point contacts of radius r = 20µm. By solving
the diffusion equation in Eqn. A.1 we obtain the charge carrier distribution depicted in
Fig. A.1 for contact pitches of psmall = 100µm and plarge = 1mm. An overview of the
simulation parameters is given in Tab. A.1.
We observe in Fig. A.1 that the excess charge carrier concentration ∆n is strongly
reduced in both cases near the local contact. However, the lateral variation of ∆n is much
more pronounced in the case of the large pitch of 1mm. Note, that the coloured scale
of excess charge carrier density ∆n differs strongly between the two geometries. In the
case of the geometry with a small contact pitch psmall we evaluate a significantly lower
∆n ∼ 1014cm−3 compared to the large contact pitch plarge with ∆n ∼ 1015cm−3.
Using the equality of recombination and generation rate in steady state we calculate the






in the unit cell of volume
∫
dV . In the case of a pitch of plarge = 1mm we calculate
τeff = 890µs and in the case of psmall = 100µm we calculate τeff = 180µs only.
We calculate the charge carrier distribution for pitches between p = 100µm and 5mm
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Table A.1.: Simulation parameters used in the Comsol simulation of the geome-
tries in Fig. A.1
Parameter Value
Point contact radius r 20 µm
Sample thickness W 250 µm
Diffusion coefficient D 30 cm2/s
Bulk diffusion length L 3.3 mm
Front surface recombination velocity Sfront 10 cm/s
Rear surface recombination velocity Srear 10 cm/s
Contact recombination velocity Scont 10
3 cm/s
Photon wavelength λ 930 nm
Illuminating photon flux 2.78× 1017 cm−2s−1
Figure A.2.: The effective rear surface recombination velocity Seff,rear deter-
mined from numerical simulations as a function of the metallization fraction f
of point contacts. Equality of the numerical simulation and Fischer model (Eqn.
2.12) is demonstrated.
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and evaluate the effective effective charge carrier lifetime τeff . From τeff we determine the
rear surface recombination velocity Seff,rear using Eqn. 2.5. We plot the Seff,rear values
obtained from our simulation together with the analytic Fischer model as a function of the
metallization area fraction f in Fig. A.2. For the Fischer model we used the same input
parameters as for the simulation. The equality of numerical simulation and Fischer model
validates the approximations made to derive the Fischer model.
B. Other cell simulation results
In chapter 6 we explained a simulation model for Aluminum alloyed contacts and the
extensions made in this work. In the following we analyze the impact of the rear reflectance
on solar cell level.
B.1. Impact of rear reflectance
For a high short circuit current density Jsc of a solar cell good light trapping properties of
the device are necessary [17]. This can be achieved with a high rear reflectance allowing for
low energy photons to pass the solar cell twice or more and hence to increase the probability
of photon absorption [17,105].
Usually the rear reflectance at local metal contacts is neglected due to a low optimum
metallization fraction fopt < 5% [20, 70]. However, in the case of local Aluminum alloyed
contacts a relatively high metallization fraction fopt = 20% is necessary for optimum device
performance. Hence, we consider the impact of the reflectance at the local rear contacts
in our simulation.
Figure B.1 shows the impact of the rear reflectance R on the simulated short circuit
current density Jsc in the case of local Al alloyed contacts. In one case (red solid line in
Fig. B.1) we perform simulations considering the rear metallization fraction dependent
reflectance by means of Eqn. 6.6. In the other case (dashed black line in Fig. B.1) we
assume a constant Jgen,hom = Jgen,hom(f = 0) equal to the case when no contacts would
have been applied. For both cases Fig. B.1 shows the energy conversion efficiency as a
function of the line contact spacing for a line width of a = 125µm. We observe in Fig. B.1
a difference in Jsc as high as 0.75mA/cm
2. It decreases with increasing pitch p.
We simulate the power conversion efficiency η in Fig. B.2 for the two cases in Fig. B.1.
As expected, we observe higher efficiency values for the constant Jgen,hom = Jgen,hom(f = 0).
Taking into account the impact of the rear metallization fraction on Jgen,hom by the use of
Eqn. 6.6 we observe a decrease in efficiency of around 0.07%abs.
Note, that this is the error which is made using the original model by Wolf et al. [20]
without our extension. The decrease in the efficiency is more pronounced for a small
pitch p, where the metallized area fraction is high. Furthermore we observe a shift in the
optimum pitch of around 60µm towards larger contact spacings.
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Figure B.1.: Calculated short circuit current density Jsc simulated as a function
of the line contact spacing using a line width a = 125µm. For the simulation we
consider a rear metallization fraction dependent reflectance (red solid line) and in
the other case a constant Jgen,hom = Jgen,hom(f = 0) equal to the case when no
contacts would have been applied (dashed black line).
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Figure B.2.: The efficiency η simulated as a function of the line contact spacing
p using a line width a = 125µm. The case of employing Eqn. 6.6 (red solid line)
is compared to the case of rear metallization fraction independent optics, which
equal the case when no contacts would have been applied.
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